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3.1 INTRODUCTION

In this study, following the work of NCHRP Project 12-36
as described in NCHRP Report 406 (Ghosn and Moses, 1998),
redundancy is defined as the capability of a bridge substruc-
ture to continue to carry loads after the failure of one of its
members. This means that the substructure may have addi-
tional reserve strength such that the failure of one member
does not result in the failure of the complete substructure sys-
tem. The bridge substructure, in this context, includes columns,
piles or footings as well as the supporting soil. Member failure
could be either brittle or ductile. Member failure could be
caused by the application of large loads or the sudden failure
of one element due to fatigue, brittle fracture, or an accident
such as a collision by a truck, ship, or debris. The failure may
also be due to scour (for soils). 

Following the procedure described in NCHRP Report 406,
one convenient method to represent the redundancy of bridge
substructure systems would consist of developing a set of
system factors that can be included as specifications in bridge
design and evaluation codes. Alternatively, a direct analysis
approach would evaluate redundancy using a structural model
and a finite element analysis program that can perform a
pushover nonlinear analysis accounting for the elastic and
inelastic behavior of the substructure-foundation system. 

This chapter explains how the system factors are cali-
brated and codified to account for the redundancy of bridge
substructures. The outlined calibration process first performs
a direct analysis on typical substructure configurations. The
level of redundancy inherent in each configuration is then
evaluated and quantified. System factors are chosen so that
bridge substructure configurations that do not satisfy a min-
imum level of redundancy are penalized by requiring that
their primary members (columns) be designed to higher safety
standards than the members of substructure configurations
that satisfy the minimum level of redundancy. For systems that
exceed the minimum level of redundancy, the system factors
actually reduce the member capacity requirements. The sys-
tem factors are incorporated in the LRFD checking equation
as modifiers to the resistance factors.

3.2 GENERAL APPROACH

As previously defined, redundancy is the capability of the
structure to continue to carry loads after the failure of one
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main member. Thus, a comparison between the ultimate load
capacity and the capacity of the system to resist the first mem-
ber failure provides a direct measure of the level of bridge
redundancy. Based on the assumptions described in Chapter 2,
the parametric studies are focused on the failure analysis of
substructure columns. Hence, the subsequent reliability
analysis addresses only column failures. The effect of soil flex-
ibility is addressed by monitoring the total bent displacement
that includes the displacement of foundation and soil and the
displacement due to the bending of the columns. Shearing
failures are brittle and do not provide any reserve strength
and thus substructure systems are considered nonredundant
for shear.

Ultimate Limit State—The traditional analysis of bridge
substructures consists of applying the gravity (dead and ver-
tical live) loads and then applying a lateral load and verify-
ing that the substructure capacity is higher than the applied
load effects. The reserve capacity is measured by increasing
the lateral load until a failure occurs. As defined in Chapter
2, the load and the load factor leading to the first component
failure are F1 and LF1; where F1 = LF1·Wn, Wn being the
applied design (nominal) lateral load. The load and load fac-
tor that cause the complete substructure system failure are Fu

and LFu (Fu = LFuWn). The system reserve ratio for the ulti-
mate limit state, Ru, is defined as:

(3.1)

According to this definition, the system reserve ratio Ru is
a nominal (deterministic) measure of bridge redundancy. For
example, when the ratio Ru is equal to 1.0, the ultimate capac-
ity of the substructure system is equal to the capacity of the
substructure to resist first component failure. Such a bridge
is nonredundant. As Ru increases, the level of bridge redun-
dancy increases. 

LFu and LF1 can be calculated by performing the static
nonlinear analysis of bridge substructure systems using the
program PIERPUSH described in Chapter 2. Alternatively,
other nonlinear analysis programs, such as FLORIDA-PIER
and any other commercial or specialized finite element
analysis program with nonlinear analysis capability may be
used to perform the pushover analysis. 
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During the pushover analysis, the nominal (or design) lat-
eral and gravity (dead plus live) loads are applied on the sub-
structure first, and the lateral load is increased beyond the
linear-elastic limit until the first member (column) reaches its
limit strength capacity. The analysis procedure accounts for
the P-∆ moments produced from the vertical loads. The load-
ing is further increased beyond the first member failure until
the ultimate capacity of the system is reached. This ultimate
capacity may, for example, correspond to the formation of a
plastic collapse mechanism in the bent. Or, if any column’s
ductility is exhausted before the formation of the mechanism,
the column will crush and immediate unloading of the sys-
tem may ensue. In this study, the ultimate capacity is defined
as the load that would cause the formation of a mechanism
or that will cause the crushing of any column in the system,
whichever limit is reached first. The system reserve ratio, Ru,
as defined in Equation 3.1, reflects the level of the reserve
strength provided by the system. 

Functionality Limit State—In certain cases, the lateral
load applied on a bridge substructure may induce large total
lateral displacements rendering the bridge unfit for traffic pas-
sage even before a collapse mechanism or concrete crushing
occurs. Thus, the bridge becomes “nonfunctional” even if the
ultimate strength limit state is not reached. Such situations
may occur when the soil fails or when the soil/foundation
stiffness is small. Note that the total displacement criterion
includes the displacements in the soil and foundation as well
as the column deformation itself. In this study, the function-
ality limit state is defined as the load at which the total lateral
displacement reaches a value equal to H/50, where H is the
clear column height. This lateral displacement limit was
observed to occur after columns of typical bridge configura-
tions have exceeded their elastic limits. The lateral load cor-
responding to this limit state criterion is denoted by Ff and
can be obtained by multiplying the original nominal load
(Wn) by a load factor, LFf, that is, Ff = LFf ⋅ Wn. Using a def-
inition similar to that provided in Equation 3.1, a system
reserve ratio for the functionality limit state is defined as

(3.2)

A system failure may occur because of a variety of modes.
These failure modes include the formation of a collapse
mechanism, the crushing of the concrete, the failure of the
soil-foundation system, a large lateral displacement render-
ing the bridge nonfunctional, a brittle failure in a column due
to shear, and so on. In this study, each of these failure modes
is analyzed separately. Based on the results described in
Chapter 2 and Appendix B, the collapse mechanism and the
crushing of concrete in the column are treated together such
that the limit state reached first is defined as the ultimate limit
state. The functionality limit state, as defined above, is
treated separately in order to allow the evaluating engineer
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the option of ignoring it if, in certain situations, the bridge
substructure is allowed to exhibit high levels of lateral dis-
placements. Failure of the soil-foundation system is not
directly addressed, though this failure is implicitly consid-
ered in the functionality limit state that accounts for the soil’s
flexibility. Shear failures being brittle provide no levels of
redundancy producing a system reserve ratio Ru = 1.0 in all
the cases where shear controls. Similarly, pullout failures and
connection failures are considered brittle and are also asso-
ciated with a system reserve ratio Ru = 1.0.

Ultimate Limit State for Damaged Condition—In addi-
tion to checking the reserve strength ratio of intact substruc-
tures, a check of the redundancy of bridge substructures, after
the loss of one of their columns (e.g., the washing away of
one column’s supporting foundation due to scour, or the
damage of a concrete column due to an accident) may be per-
formed to check the “robustness” of substructures. This sce-
nario is defined as the damaged condition. The redundancy
of the damaged substructure can be performed using the
same analysis procedure outlined above. The analysis would
consist of finding the ultimate lateral load, Fd that will pro-
duce a collapse mechanism in the remaining portion (after
the removal of the damaged column) of the substructure or
the crushing of the concrete in one of the remaining columns.
This lateral load may be obtained by the load factor LFd, such
that Fd = LFd ⋅ Wn. The system reserve ratio for the damaged
condition is defined as

(3.3)

where LF1 is the same lateral load factor used in Equations 1
and 2, which is the load factor that causes the failure of the
first column in the intact structure.

Chapter 2 demonstrated that the brittle failure of one col-
umn for substructures, designed according to current practice,
would result in the collapse of the complete substructure sys-
tem since the column caps are normally unable to transfer the
vertical loads to the remaining (surviving) columns. Hence,
the damage scenario defined in NCHRP Report 406 as the
brittle failure of one member (one column in this context) is
not directly addressed in this study that is concerned with
studying the redundancy of “typical designs.” The direct
analysis method can be used so that under appropriate condi-
tions an engineer will be able to determine whether a particu-
lar substructure would provide sufficient levels of redundancy
after the brittle failure of one of its supporting columns.

Calibration for Codified Implementation—In a 
reliability-based approach such as the LRFD method, the cal-
ibration of the system factors should account for the system
reserve ratio of bridge substructures expressed by Ru and Rf,
as well as the uncertainties associated with determining
member and system capacities, material properties, and the
maximum expected loads. 
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Structural reliability methods have been developed to
account for load and resistance uncertainties but must be sim-
plified for practical implementation on a regular basis. To
facilitate the implementation of reliability methods, code-
writing groups have bridged the gap between reliability the-
ory and the deterministic approach by calibrating design and
evaluation codes that provide uniform levels of reliability.
This technique, known as Level I reliability analysis, was
used in the development of the AASHTO LRFD Specifica-
tions. In Level I methods, the reliability model is transparent
to the end user of the code. That is, while the load and resis-
tance factors are calibrated based on reliability models, the
end user of the code performs a deterministic check of the
member safety using these load and resistance factors with-
out referring to reliability theory. A similar approach was
used in NCHRP Report 406 to calibrate system factors to
account for the redundancy of different superstructure con-
figurations. The system factors are then incorporated as part
of the member resistance factors in the standard LRFD
checking procedure. 

This study uses the same approach described in NCHRP
Report 406 to obtain reliability-based measures of bridge
substructure redundancy. These measures are then used to
calibrate a deterministic (Level I) format that implicitly
accounts for the resistance and load uncertainties. 

3.3 RELIABILITY-BASED MEASURES 
OF REDUNDANCY

The measure of safety used in the development of the
AASHTO LRFD Specifications is the reliability index, β.
The reliability index can be used as a measure of the relia-
bility of structural members as well as structural systems.
The reliability index accounts for both the margin of safety
implied by the design procedure, and the uncertainties in esti-
mating member strengths and applied loads. 

Typically in LRFD specifications, the resistance and load
factors are calibrated to satisfy a target reliability index, 
β = 3.5 for individual members. This calibration would pro-
duce a probability of member failures of 2.33 × 10−3. Actu-
ally, the presence of redundancy would lead to higher system
reliability levels. For superstructures, for example, the target
system reliability level was 0.85 higher than the member reli-
ability, that is, β = 4.35 was required corresponding to a much
lower system probability of failure, 6.81 × 10−6, i.e., three
order of magnitude lower than the member failure probability.

Component Reliability—Assume that the capacity of the
substructure to resist the first member failure (represented by
the load factor LF1) and the applied maximum lifetime lat-
eral load (represented by the factor LW) are random vari-
ables that follow lognormal distributions. Then, the reliabil-
ity index, βmember, for the failure of the first member can be
expressed using a lognormal format as follows:

(3.4)

where is the mean value of the lateral load factor that will
cause the first member failure in the substructure. is the
mean value of the lateral load bias factor (i.e., it is the factor
by which the nominal lateral load is multiplied to obtain the
mean value of the expected maximum lateral load). VLF is the
coefficient of variation (COV) (defined as the ratio of the stan-
dard deviation to the mean value) of the lateral load factor
LF1. It reflects the level of uncertainty associated with esti-
mating the demand associated with first member failure, LF1.
VLW is the COV of the maximum expected lateral load fac-
tor. It reflects the level of uncertainty associated with deter-
mining the value of LW. 

Equation 3.4 gives an approximate value for the reliability
index when both LF1 and LW follow lognormal distributions.
The approximation is valid for values of VLF and VLW on the
order of 0.20 to 0.25. An exact expression for the lognormal
reliability index is available in reference books on reliability
theory (e.g., Baker and Thoft-Christensen, 1982 or Melchers,
1999). On the other hand, the reliability index may be calcu-
lated for a variety of probability distribution types using a
First Order Second Moment Reliability Method (FOSM/
FORM) algorithm. Equation 3.4 is provided only for illus-
tration purposes. The actual calculations performed in this
study were executed using a program based on the FORM
algorithm.

Under the effect of a lateral load applied on the pier sub-
structure, failure of the first column occurs when the lateral
load is multiplied by a factor LF1. LF1 is a function of the
strength properties of the substructure (including column
strength, and soil/foundation stiffness) and the magnitude of
the gravity loads (dead loads and live loads) that are present
when the failure of the first column occurs. The total effect
of the gravity load, Qn, is the summation of the nominal live
load effect, Ln , and the nominal dead load effect, Dn.

Qn = Dn + Ln (3.5)

In the calculations performed, the nominal (design) values
are used for Dn and Ln, where Ln as provided in the AASHTO
LRFD Specifications, is equivalent to the expected 75-year
maximum truck load (where the 75-year period corresponds
to the design life of the bridge). Using the nominal live load
would provide a conservative approximation to the load
capacity of the substructure because the probability of hav-
ing the 75-year live load simultaneously with the 75-year lat-
eral load is very small. Also, the live load, on the average,
constitutes only about 20 percent of the total vertical load
applied on the substructure. Furthermore, the effect of the lat-
eral load is the primary contributor to the bending stresses
that will cause substructure failures. Thus, using the nominal
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vertical live load during the analysis gives results that are
slightly on the conservative side. 

As the moment capacity, R, of the column increases, the
load factor, LF1, that causes the column to fail also increases.
On the other hand, as the magnitude of the applied vertical
loads Q increases, LF1 is expected to decrease. Thus, the load
factor LF1 is a function of the load margin R − Q that may be
represented as

F1 ≡ LF1 × Wn = f1 (R − Q) (3.6)

where Wn is the nominal lateral load used as the base case for
the design and analysis of the substructure. The right hand
side of Equation 3.6, f1 (R − Q), represents a complex func-
tion of many random variables: the moment due to the applied
vertical dead and live loads; the stiffness of the substructure
system; the soil/foundation system; as well as the moment
capacity of the columns. The vertical load effects include the
moments at the base and top of the first column to fail, as well
as the axial compressive load in that column. The interaction
between the moment and the axial force determines the
strength capacity of the column, R. The distribution of the
moments and axial forces to each column of the pier system
is a function of the stiffness of the soil/foundation system and
that of the bent cap. In addition, the superstructure would
provide additional lateral stiffness depending on the bridge
type and geometry including the superstructure/substructure
connection and attachment type, that is, whether the columns
are built monolithically with the superstructure or whether
the load from the superstructure is transferred to the columns
through bearing supports. 

The functional relationship for the strength limit state
expressed in Equation 3.6 is difficult to obtain in closed form.
However, structural analysis programs, such as PIERPUSH
and FLORIDA-PIER, can be used to analyze individual
structures and obtain the corresponding values of LF1. Using
a perturbation technique on the input and the results from the
structural analysis, a functional relationship can be approxi-
mated. This process, often known as the response surface
approach, will be described further below.

The mean value of the lateral load factor, LW, is related to
the mean value of the maximum lifetime lateral load such that

LW × Wn = Wmax (3.7)

where is the mean (expected value) of the maximum
lateral load that will be applied on the substructure within its
design life. Wn is the nominal design (code specified) value
of the applied lateral load. The lateral load may be due to
wind, seismic activity, or collision forces. 

The denominator in Equation 3.4, being a function of the
COVs VLF and VLW, gives an overall measure of the uncer-
tainty in estimating the resistance, the vertical and the lateral
loads applied on the pier column. The assumption is that the
factors LF1 and LW are random variables that follow log-
normal distributions.

Wmax

System Reliability—In a similar manner, assuming that
the load factor LFu and the lateral load factor LW follow log-
normal distributions, the reliability index of the substructure
system for the ultimate limit state can be defined as

(3.8)

where is the mean value of the load factor correspond-
ing to the ultimate limit state. LFu depends on the strength
capacity of the complete system and the applied permanent
load. and VLW are the same values used to calculate
βmember, because the magnitude of the expected maximum lat-
eral load that is applied on the substructure is independent of
whether one is checking the failure of the first member or the
failure of the complete substructure. VLFu

is the COV of the
ultimate capacity. In general, VLFu

may be different than VLF

used in Equation 3.4. However, as demonstrated below for the
average substructure configuration, the difference observed
between VLFu

and VLF is negligible. Also, the denominator
of Equations 3.4 and 3.8 is usually dominated by the high
value of VLW rendering the small differences between VLFu

and VLF insignificant.
LFu can be represented in terms of the member resistances,

R, the magnitude of the applied vertical loads, Qn, and other
material properties using a function, fu, that is different from
the function, f1, used in Equation 3.6.

Fu ≡ LFu × Wn = fu(R,Q) (3.9)

The function fu also represents a complex relationship
between the individual column resistances, effects of the
applied vertical loads, the soil/foundation stiffnesses, and the
column cap stiffness. It also includes all other factors that
affect the ductility of the column and the overall stability of
the pier system. As mentioned above for the f1 function, the
functional relationship as expressed in Equation 3.9 cannot
be obtained in closed-form. However, the response surface
approximation can be obtained from a perturbation on the
input values. The increase in βult. over βmember is due to the
increase in the system capacity compared to the member
capacity. This increase is thus related to the system reserve
ratio, Ru, defined in Equation 3.1.

Following the same logic outlined above and assuming a
lognormal reliability model, the system reliability for the
functionality limit state, βfunct , is expressed as

(3.10)

where is the mean value of the load factor corre-
sponding to the functionality limit state. LFf depends on the
strength capacity of the complete system and the applied
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permanent load. and VLW are the same values used to
calculate βmember and βult. because the magnitude of the
expected maximum lateral load that is applied on the sub-
structure is independent of whether one is checking the fail-
ure of the first member or the failure of the complete sub-
structure. VLFf is the coefficient of variation of LFf. In
general, VLFf may be different from VLF and VLFu. However,
the effects of these differences are negligible. 

Finally, the system reliability for the damaged condition,
βdamaged, is expressed as

(3.11)

where is the mean value of the load factor correspond-
ing to the damaged condition. The load factor, , and the
COV, VLW2, are different than the values and VLW used
to calculate βmember, βult ,and βfunct reflecting the fact that a
damaged substructure is not expected to withstand the max-
imum design life load but rather the load over a shorter expo-
sure period lasting between the occurrence of the damage and
the execution of the repairs. Normally, is lower than

and VLW2 is higher than VLW . Furthermore, the final
probability of failure for a system subjected to a “damage”
event is equal to the probability of occurrence of the damage
(e.g., probability of collision or occurrence of scour, etc.)
times the probability of system failure given that the event has
occurred. Thus, βdamage that is related to the conditional prob-
ability of failure given that damage has occurred need not be
as high as βmember or βult.. Following the method described in
NCHRP Report 406 it is proposed to use a 2-year exposure
period for damaged substructures. The 2-year period is cho-
sen to coincide with the biannual inspection implying that the
maximum period that a damage may remain undetected (and
unrepaired) is 2 years. VLFd is the COV of the damaged ulti-
mate capacity. In general, VLFd may be different than VLF,
VLFu, and VLFd. However, as demonstrated below, the differ-
ences between these values are negligible. 

Reliability-Based Measure of Redundancy—Redun-
dancy is defined as the capability of a substructure system to
continue to carry load after the failure of its most critical
member (the first member to fail). Hence, to study the redun-
dancy of a system, it is useful to examine the difference
between the reliability indexes of the system expressed in
terms of βult., βfunct, and βdamaged and the reliability index of the
most critical member of the intact structure expressed in
terms of βmember. The relative reliability indices are defined as

∆βu = βult. − βmember (3.12)

∆βf = βfunct − βmember (3.13)

∆βd = βdamaged − βmember (3.14)
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LW These relative reliability indices give measures of the addi-
tional safety provided by the substructure system compared to
the nominal safety against first member failure. It is proposed
to use the relative reliability indices to provide a reliability-
based measure of redundancy as described in NCHRP Report
406. Thus, a substructure system will provide adequate levels
of system redundancy if the relative reliability indices are ade-
quate. The ∆β are functions of the type of loading (through
VLW). Thus, they will not lead to the same values for all types
of lateral loads (e.g., wind or earthquakes). However, they
will provide consistent values of target system reserve ratio
and system factors as will be seen in Section 3.5.

Substituting Equation 3.4 into Equations 3.12 through
3.14, Equation 3.8 into 3.12, Equation 3.10 into 3.13, and
Equation 3.11 into 3.14, the relative reliability indices can be
calculated as a function of the expected values of the sub-
structure system capacity, the capacity of the first member to
fail, the maximum lateral load, as well as the COVs of each
of these random variables. 

In this study, a reliability-based calibration is performed to
determine the minimum value of system reserve ratio, Ru,
(i.e., the ratio of system capacity with respect to member
capacity LFu/LF1) that is required to ensure an adequate level
of bridge redundancy. Target values for ∆βu, ∆βf, and ∆βd are
obtained by reviewing the performance of typical substruc-
ture configurations for the pertinent limit states. These include
the crushing of one column of the system, the formation of a
structure collapse mechanism, the loss of functionality, and
the remaining capacity of the system after the brittle failure
of one column (a discussion of these limit states will be pre-
sented in Section 3.6).

3.4 DEFINITION OF SYSTEM FACTORS

This study develops tables of system factors, φs, applica-
ble to common bridge substructure configurations. The sys-
tem factors are intended to be used in the design checking
equation of substructure members such that:

φsφR′ = γd Dn + γLLn + γWWn (3.15)

where φs is the system factor defined as a statistically based
multiplier relating to the safety, redundancy, and ductility of
the substructure system. φis the member resistance factor; R′
is the required nominal resistance capacity of the member
accounting for the redundancy of the system; γd is the dead
load factor and Dn is the nominal dead load effect; γL is the
vehicular live load factor and Ln is the nominal (code speci-
fied) vehicular live load; and γW is the lateral load factor and
Wn is the nominal effect of the lateral load applied on the sub-
structure (e.g., wind load, earthquake load, etc.). The system
factor is applied to the factored nominal member resistance.
The system factor proposed herein replaces the two compo-
nents ηD and ηR of the load modifier, η, used in Section 1.3.2
of the 1998 LRFD Specifications. These ηD and ηR factors



relate to the ductility and redundancy of the member and sys-
tem. (A third component, ηI, included in η relates to the
“operational importance.”) The factor, φs, is placed on the
left side of the equation because the system factor is related
to the capacity of the system and as such should be placed on
the resistance side of the equation, as is the norm in reliability-
based calibration. When φs is equal to 1.0, Equation 3.15
becomes the same as the current design equation. If φs is
greater than 1.0, it indicates that the system’s configuration
provides a sufficient level of redundancy. When it is less than
1.0, then the level of redundancy is not sufficient and Equa-
tion 3.15 requires that the members be more conservatively
designed to improve the overall performance of the system.
Notice that applying a system factor of less than 1.0 on a
nonredundant system will not render the substructure system
redundant, but will only improve its overall safety to an
acceptable level.

The approach used to develop the system factor tables for
bridge substructures is similar to the approach used in NCHRP
Report 406 to provide consistent levels of redundancy for
bridge superstructures. The system factor is calibrated such
that a value of 1.0 indicates the bridge substructure under
consideration will have relative reliability indices ∆βu, ∆βf,
and ∆βd (or the reserve ratios Ru, Rf , and Rd) equal to appro-
priate target values, which are determined from the review of
“acceptable” substructure configurations. Acceptable config-
urations are those that have sufficient levels of redundancy
based on current practice and engineering judgment. The
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next section illustrates the calibration procedure using a sub-
structure example analyzed with the program PIERPUSH.
Subsequently, a representative number of substructure types
are analyzed to develop target redundancy levels and to spec-
ify tables of system factors.

3.5 ILLUSTRATION OF 
CALIBRATION PROCEDURE

3.5.1 Description of Substructure Model

To illustrate the methodology followed during the calibra-
tion of the system factors, two representative examples are dis-
cussed in this section. These examples are for a two-column
bent and a four-column bent. The two substructures have
columns that are 11 m and 6.5 m high, respectively. The geo-
metrical and material properties are shown in Tables 3-1 and
3-2. These properties were obtained from the survey of state
DOTs conducted during the course of this study and repre-
sent the average values expected for typical two-column and
four-column bents resting on spread footings set on a soil of
average properties. 

The analysis evaluates the redundancy of the two sub-
structure systems under the effect of lateral loads. Lateral
loads would model the effects of seismic, wind, and collision
forces. The gravity loads applied on the substructure include
both the dead load and the vehicular live load. The analysis
process will increment the lateral load until system failure

TABLE 3-1 Input data for analysis of two-column bridge example



occurs. In this analysis example, it is assumed that the verti-
cal loads (dead load + vehicular live load) are set at their
mean lifetime maximum values. This approach is conserva-
tive as it is unlikely that the vehicular live load will be at its
expected maximum lifetime value when the maximum lat-
eral (wind or seismic) load is applied on the structure. The
pier configurations used in this analysis are illustrated in Fig-
ures 3-1 and 3-2. The input values used during this analysis
are given in Tables 3-1 and 3-2.

Tables 3-1 and 3-2 give the nominal (design) values for the
input variables as well as the biases for the material properties
and the vertical loads. The mean (or expected) values are cal-
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culated by multiplying the nominal values by their respective
biases. In addition, Tables 3-1 and 3-2 give the COVs associ-
ated with the input variables and the bias. The COV gives a
measure of the uncertainty associated with determining the
random variables used in the analysis. The biases and COV
values of Tables 3-1 and 3-2 are similar to the values used dur-
ing the calibration of the AASHTO LRFD Specifications.

The material properties (concrete strength, yielding stress
of steel, etc.) and geometric properties (section size and
amount and location of reinforcement) combine to produce the

TABLE 3-2 Input data for analysis of four-column bridge example

Figure 3-1. Configuration of four-column bent. Figure 3-2. Configuration of two-column bent.
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moment capacity of the column section. Two limiting values
for the strain that produce concrete crushing are given. The
first value assumes that the columns are unconfined (labeled
εu). The second value is for the confined columns (labeled εc).
The model used for the analysis accounts for the P-∆ effect
produced when large values of lateral displacement interact
with gravity loads to increase the moments in the columns. 

The analysis performed in this section uses the mean val-
ues for all the variables. For the live loads, the mean values
are assumed to be the same as the nominal HL-93 vehicular
live loads recommended by Nowak (1994). All the live load
variables (lane, truck, and impact) are assumed to be corre-
lated, namely, a percentage change in any of these variables
will automatically produce the same percentage change in
the other variables. Similarly, the soil-foundation stiffnesses
are assumed correlated in such a way that a percentage
change in the rotational spring stiffness will produce the
same percentage change in the horizontal and vertical spring
stiffnesses. The variables listed in the tables without COVs
are assumed to be deterministic. Particularly, the geometric
properties are all assumed to be well defined such that the
variability in their values is minimal and does not produce
any noticeable effect on the reliability of the substructure. 

3.5.2 PIERPUSH Results

In the first step, the incremental pushover analysis is per-
formed, using PIERPUSH, by increasing the lateral load
gradually until a large lateral displacement is observed (0.2 m
for the four-column bent and 0.4 m for the two-column bent).
During the incremental loading process, the vertical loads
(dead load and live load) are kept fixed at their mean values.
All the material variables are also set at their mean values
without load or resistance factors. Figures 3-3 and 3-4 give
the plots showing the lateral deflection of the pier versus the
applied lateral load for each of the two bents. The calcula-

tions flag the lateral load where various critical events and
limit states are reached. These are as follows: 

1. The load at which the first column reaches its ultimate
bending strength, P*1, 

2. The load at which a mechanism is formed in the sys-
tem, P*m,

3. The load at which one of the columns reaches its crush-
ing strain (ductility exhausted) assuming all the columns
are unconfined Pu*,

4. The load at which one of the columns reaches its crush-
ing strain assuming all the columns are confined P c*, 

5. The load that causes a lateral deflection equal to 2.5
percent of column height, P*f.

The P* values give a representation of the capacity of the sys-
tem to resist failure in a given limit state (failure mode). Fail-
ure occurs in a given mode when the applied lateral load P is
higher than the P* corresponding to the limit state being con-
sidered. The results of the limit states considered are sum-
marized in Table 3-3.

Figures 3-3 and 3-4 show a softening in the lateral load for
increasing lateral deflection. This softening is caused by the
inclusion of the P-∆ effects whereby the moments at the bases
of the columns are amplified due to the effects of the vertical
loads subjected to a lateral displacement. The plots show that
the crushing of unconfined columns will generally occur
before the mechanism is formed. The cases analyzed in this
section, however, show that a collapse mechanism occurs
before confined columns reach their crushing strain. The 2.5
percent drift occurs at loads close to those that cause the
crushing of confined columns. These situations are specific
to the material and geometric properties used in these exam-
ples and may not be representative of all substructure geome-
tries and foundation types. Results for both lateral forces and
lateral displacements are included in Appendix B for all limit
states.

Figure 3-3. Two-column bent, force-displacement
relation, average properties.

Figure 3-4. Four-column bent, force-displacement
relation, average.
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3.5.3 Response Surface Analysis

The reliability analysis of substructures requires the knowl-
edge of the mean and standard deviation (or the COV) of the
capacity of the structure to resist the first member failure; the
ultimate capacity of the structure; the load at which the func-
tionality limit state is reached; as well as those of the expected
loads. Although information is available on the statistics of
the capacity of individual members and of the applied bridge
loads (e.g., dead loads, traffic loads, wind loads, and earth-
quake loads), very little information is available on the uncer-
tainties associated with determining the ultimate lateral capac-
ity of bridge substructures. 

Tables 3-1 and 3-2 summarize the most important random
variables that affect the determination of the bridge substruc-
ture capacity. If an explicit closed-form expression describ-
ing the relationship between these individual random vari-
ables and the ultimate bridge substructure capacity is
available, then the reliability calculations can be easily per-
formed. This calculation would lead to the statistical data on
the ultimate capacity, the probability of failure, and the reli-
ability index, β. Unfortunately such closed-form expressions
are not available and one has to rely on numerical determin-
istic analyses, such as those performed by a nonlinear pro-
gram (e.g., PIERPUSH, FLORIDA-PIER, etc.). An efficient
numerical technique that can be used to calculate the relia-
bility of bridge systems when the failure equations cannot be
explicitly formulated is the response surface method [Ghosn
et al. (1994) and Augusti et al. (1984)]. The method uses the
deterministic results from a structural analysis program to
determine the reliability of the system. The approach is fur-
ther described in the following paragraphs.

The program, PIERPUSH, can be used to obtain the capac-
ity of the bridge system for predetermined values of struc-
tural member and soil properties. For the two substructures

analyzed in the previous section, this means that for a given
set of values for the column properties (f ′c, Ec, fy, Es, As, Cs,
Bc, Wc, Hc, Sp, and εu or εc, etc.), the foundation stiffnesses,
Kv, Kh, Kr as well as the vertical dead loads, D1 and D2, and
the vertical live load, L (representing the summation of truck
loads and lane loads including impact factor, I), a value of the
horizontal load P* that will produce the collapse of the sys-
tem can be obtained. As mentioned above, P* is a represen-
tation of the capacity of the system to carry the lateral load.
The applied lateral load P may be smaller or larger than the
capacity P*. If P is larger than P*, the system collapses. If P
is smaller than P*, the system is safe. 

The variables f ′c, fy, Es, Kv, D1, D2, L, and εu (or εc) are ran-
dom having the biases and the COVs listed in Tables 3-1 and
3-2. These values have been collected from the data provided
by Nowak (1994), Becker (1996 a,b), Ellingwood et al. (1980),
and Ghosn and Moses (1998). All other geometric and mate-
rial parameters are assumed to be deterministic.

Several deterministic analyses are performed using 
PIERPUSH for different fixed values of the random variables.
For each combination of values, the capacity P* is found for
each of the limit states listed in Table 3-3. A sensitivity analy-
sis is performed by perturbing each variable from its initial
value. Thus, several sets of data and corresponding P* values
are obtained. The first set assumes that all the random variables
are fixed at their mean values as described in the previous para-
graph. Then, the variables are changed one at a time to (1) val-
ues equal to the mean value minus one standard deviation and,
(2) to values equal to the mean plus one standard deviation.
Hence, for the 9 random variables, a total of 18 additional
deterministic analyses (for a total of 19 analyses) are per-
formed. For each of the 18 additional analyses, one of the vari-
ables is perturbed from its original value. As an example, the
values used for each of the random variables of the two-col-
umn bent are given in Table 3-4.

TABLE 3-3 Lateral load capacities for two-column and four-column piers

TABLE 3-4 Values of random variables used in perturbation analysis of two-column bent
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As mentioned above, all the foundation stiffnesses are
changed simultaneously because these variables are assumed
to be fully correlated. Similarly all the live loads are com-
bined together to form one random variable. 

For each analysis, the value of the ultimate capacity of the
substructure system P* is calculated for each of the limit
states. Tables 3-5 and 3-6 illustrate the results obtained for
P1*, Pm*, Pu*, Pc*, and P f* as defined above. The results of the
perturbation analysis are provided in Table 3-5 for the two-
column bent and Table 3-6 for the four-column bent.

The results of the deterministic analyses are then used to
obtain functional relationships between each of P1*, Pm*, Pu*,
Pc*, P f* and the random variables f ′c, fy, Es, Kv, D1, D2, L, and
εu (or εc). For each of the limit states, the functional relation-
ship is obtained by a multivariable regression analysis. This
functional relationship is often known as the response surface
(or the response function). The response surface will thus give
a relationship between the capacity of the bridge substructure
and the random variables that affect the capacity of the bridge
substructure system to carry the load. Once this response sur-
face is found, it can be used to obtain the reliability index of
the system and to calibrate the appropriate system factor. The
results of the regression fit are shown below for each of the
five limit states of the two and four-column bents.

The regression analysis of the results for the two-column
bent produced the following functional relationships:

P*1 = 129.82 + 32.25 f ′c + 2.88 fy + 1.72 × 10−3Es

+ 2.57 × 10−4Kv − 8.56 × 10−3D1 − 6.93 
× 10−5D2 − 6.86 10−2 L

Pm* = 160.98 + 29.47 f ′c + 3.53 fy + 2.01 × 10−3 Es

+ 4.80 × 10−4 Kv + 5.14 × 10−3 D1 + 7.87 
× 10−3 D2 − 7.22 × 10−3 L

Pu* = −125.74 + 37.35 f ′c + 2.75 fy + 2.46 × 10−3 Es

+ 1.41 × 10−3 Kv − 1.97 × 10−2 D1 + 1.46 (3.16)
× 10−2 D2 − 6.32 × 10−2 L + 76875 εu

Pc* = 195.15 + 26.08 f ′c + 3.72 fy + 1.94 × 10−3 Es

+ 2.06 × 10−4 Kv + 1.28 × 10−2 D1 + 1.62 
× 10−2 D2 + 3.61× 10−3 L − 8403εc

Pf
* = 67.54 + 29.94 f ′c + 3.68 fy + 2.09 × 10−3 Es

− 1.71 × 10−5 Kv + 2.57 × 10−3 D1 − 3.62 
× 10−5 D2 − 7.22 × 10−3 L

The regression analysis of the results for the four-column
bent produced the following functions:

P*1 = −405.80 + 9.78 f ′c + 5.78 fy + 2.39 × 10−3 Es

+ 4.39 × 10−3 Kv + 5.31 × 10−2 D1 + 7.94 
× 10−3 D2 − 2.17 × 10−1 L

Pm* = 47.14 + 46.60 f ′c + 5.93 fy + 2.91 × 10−3 Es

+ 7.50 × 10−4 Kv + 4.97 × 10−2 D1 + 2.36 
× 10−2 D2 +1.44 × 10−2 L

Pu* = −635 + 55.71 f ′c + 4.75 fy + 3.28 × 10−3 Es

+ 5.66 × 10−3 Kv + 2.65 × 10−2 D1 + 1.39 (3.17)
× 10−2 D2 − 1.46 × 10−1 L + 164375 εu

Pc* = 132.77 + 45.37 f ′c + 6.04 fy + 2.91 × 10−3 Es

+ 2.36 × 10−4 Kv + 4.88 × 10−2 D1 + 2.36 
× 10−2 D2 + 2.53 × 10−2 L − 8194 εc

Pf
* = −27.10 + 48.61 f ′c + 6.00 fy + 3.06 × 10−3 Es

− 8.57 × 10−5 Kv + 3.77 × 10−2 D1 + 1.56 
× 10−2 D2 + 1.62 × 10−2 L

TABLE 3-5 Results of sensitivity analysis for two-column bent



where the variables f ′c , fy, Es, Kv, D1, D2, L are expressed in
kN and m. Kv is expressed in terms of the vertical stiffness,
although, as mentioned above, the horizontal and rotational
stiffnesses are fully correlated to the vertical stiffness. 

Notice that a negative coefficient associated with any of
the random variables in Equations 3.16 and 3.17 indicates
that the ultimate capacity decreases when the value of the
variable is increased. The regression coefficients for the fit of
Equations 3.16 and 3.17 shown above give values of R2

greater than 0.994 indicating an excellent fit for P*
1, P*m, P*c,

and P*
f. The lowest regression coefficient was associated

with the unconfined crushing limit state P*u that produced an
R2-value on the order of 0.94 that is still acceptably high.

The analysis performed considered each limit state sepa-
rately in order to study how each is affected by the input para-
meters, although, in reality, the system’s ultimate capacity is
reached at either the formation of a collapse mechanism or at
concrete crushing whichever limit state occurs first. Equations
3.16 and 3.17 show some unexpected relationships between
the system capacities expressed as P* and the various random
variables. For example, it is observed that an increase in the
crushing strain, εu, of the unconfined columns increases P*u
while an increase in the crushing strain of the confined
columns, εc, reduces P*c. This is because, for the cases cited
here, the crushing of the confined column occurs in the
descending portion of the load versus deformation curve while
the crushing of unconfined columns occurs in the ascending
portion of the curve. Similarly, the researchers observe that the
dead load and the live load may help increase the system’s
capacity while at other times they may decrease it. This phe-
nomenon is attributed to the P-∆ effects as well as the effects
of the column interaction (P-M) curve whereby, in certain
loading combinations, the column stresses are below the bal-
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anced point of the column interaction curve and for other com-
binations the column stresses may lie above the balanced
point. The increase in the foundation stiffness increases the
strength capacity of the substructure while the loads for the
functionality limit state remains unchanged. 

The mean values for all the P* can be calculated by sub-
stituting the mean values of f ′c , f y, Es , Kf, D1, D2 , and L into
the functional Equations 3.16 and 3.17 given above. For the
two-column example with the data given in Table 3-5, this
will produce a mean of P*

1 = 2521 kN compared to a value of
2522 kN when the mean values are used directly in the
analysis. In the example studied here, the mean of the func-
tion can be approximated by the function of the means, and
it confirms that the linearization process at points around the
mean values operates well for this example. 

The standard deviation, σp, for each limit state capacity,
P*, σp can be obtained using the expression:

σp
2 = (b1 σfc )2 + (b2 σfy )2 + (b3 σEc)

2 + (b4 σKv)
2

+ (b5 σD1)
2 + (b6 σD2)

2 + (b7 σL)2 + (b8 σε)2 (3.18)

where σfc, σfy, σEs, σKv, σD1, σD2, σL, and σε are the standard
deviations of the random variables f ′c , fy, Es, Kv, D1, D2, L,
and εu (εc), respectively, and the bi gives the coefficients of
each of these random variables in the order that they appear
in the functional relationships shown in Equations 3.16 and
3.17. Equation 3.18 assumes independence among all the
random variables listed.

Using the data of Tables 3-1 and 3-2, the standard deviation
for each of the limit states analyzed above can be calculated.
For example, the calculations produce a standard deviation for
P1

* equal to 181 kN for the two-column bent producing a COV
of 7.2 percent. It is also observed that the COV obtained from
all limit states presented above vary between 6.64 percent
and 9.00 percent. It should be noted, however, that these val-
ues of the COV do not account for the uncertainties in the
finite element analysis modeling associated with the program
PIERPUSH and do not account for the uncertainties associ-
ated with the use of the response surface method. Notice that
the COV associated with the evaluation of concrete beams in
bending is given as 13 percent by Nowak (1994). Therefore,
it would be reasonable to assume that the modeling uncer-
tainties would increase the COV of the system to at least 13
percent. 

The results of the COVs obtained as explained above do
not show any consistent trends or variations from one limit
state to the other. Therefore, in this study it is assumed that
the COV of 13 percent is valid for all the limit states consid-
ered. The next section will show that the calibration proce-
dure followed in this study produces φs factors that are not
sensitive to variations in the COVs of the limit states.

The means and standard deviations of P* can be used in
Equations 3.4, 3.8, 3.10, and 3.11 to find the reliability
indices of the substructure system and the reliability index of
the first member to fail.

TABLE 3-6 Results of sensitivity analysis for four-column
bent



The regression analysis gives parameters for the means and
the standard deviations that may be sensitive to the points
around which the perturbation is performed. An iterative
process can be used to improve the accuracy of the results.
The iterative process consists of first performing a regression
around the mean values of the random variables and then
repeating the expansion at points close to the expected fail-
ure point once the expected failure point is identified from
the reliability calculations. Ghosn et al. (1994) have shown
that in general, such iterations do not produce significant
changes in the final calculations of the safety indices.

The response surface method, shown here to be reasonably
accurate and efficient for the reliability analysis of bridge
systems, will require several nonlinear analyses for each
bridge configuration. Because the project studies hundreds
of configurations, it will be impossible to perform such an
involved analysis for all bridges that are considered. Hence,
the results of the two bridge configurations analyzed above
are assumed to be representative and are projected to the
other configurations.

3.5.4 Reliability Calibration of System Factors

Assume that predicting the capacity of the bridge system
subjected to the applied loading conditions is uncertain with
a COV equal to 13 percent (i.e., VLF in Equations 3.4, 3.8,
3.10, and 3.11 are the same and set at 0.13). The analysis per-
formed herein assumes that the lateral load is due to wind.
This section demonstrates, however, that the final system
factors are independent of the load type although the values
of the reliability indices will be different. The expected max-
imum 50-year wind load is associated with a COV equal to
37 percent with a bias of 0.78 (i.e., the mean value of maxi-
mum expected wind load is 0.78 times the value used in
design) (Ellingwood et al., 1980). Projecting these results for
a 75-year period and assuming independence between the
effects of windstorms, produces a bias equal to 0.87 and a
COV equal to 33 percent. A 75-year return period was cho-
sen to match the design service life used in the AASHTO
LRFD Specifications. These bias and COV are typical for
wind loads and are used to give a reference value for the reli-
ability indices βmember and βult. The value used for bias has no
effect on the relative reliability index ∆β.

The structural analysis performed in the previous paragraph
determined that the first member of the four-column bent sys-
tem fails when the applied lateral load is equal to F1 = P1

* =
4022 kN. Keeping in mind that F1 = LF1Wn (Equation 3.6)
and Wmax = LWWn (Equation 3.7), the reliability index for the
most critical member is calculated from Equation 3.4:

(3.19)

βmember =
+

=
+

=
+

ln ln

. .

ln
.

. .

LF
LW

V V

LF
LW

W
W

W

LF LW

n

n

n

1

2 2

1

2 2

2 2

0 13 0 33

4022
0 87

0 13 0 33

56

where Wn is the nominal (code specified) 50-year wind load
effect. Notice that the denominator of the reliability index, β,
is dominated by VLW = 0.33 such that the square root of the
sum of 0.132 and 0.332 is equal to 0.35. Hence, variations in
VLF do not significantly affect the final value of β.

The calculation of the reliability index for ultimate limit
state is performed using Equation 3.8. The results from
PIERPUSH for the unconfined limit state show that the sys-
tem will be able to resist a lateral force of 4731 kN before
crushing of a column occurs. The reliability index for the
ultimate system capacity assuming unconfined columns is
obtained as

(3.20)

The difference between the system and member reliability
indices for the four-column bent is

(3.21)

Notice that ∆βu is neither a function of Wn nor of the bias
as the subtraction of the logarithmic terms eliminates 0.87 Wn

from the ∆βu equation.
Repeating the same calculations for the two-column bent

with a member capacity equal to 2522 kN and an unconfined
column system capacity equal to 2847, a ∆βu =0.34 is obtained
as shown:

(3.22)

The 0.34 value for the two-column bent is lower than that
observed for the four-column bent (0.46) indicating that the
redundancy level of the two-column bent is lower than that of
the four-column bent. The two-column bent’s safety should
be increased to obtain a system that provides a similar safety
level as that of the four-column bent. The increase in the two-
column bent safety may be achieved by applying a system
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factor, φs, during the design of the members of the two-column
substructure. The value of the system factor that should be
used must reflect the additional level of safety that is required.

For illustration, let us assume that, for a bent to be consid-
ered adequately redundant, its system reliability index, βult.,
must be higher than its member reliability index by at least
0.46. The four-column bent satisfies this requirement but the
two-column bent does not. The fact that the two-column
bridge analyzed has a relative reliability index (0.34) lower
than the required (0.46) indicates that the two-column bridge’s
redundancy level is not adequate. For the two-column bent
to be adequately redundant, its system reliability index, 
βult., should have been higher than its current value by 0.12
(= 0.46 − 0.34). To obtain a higher βult. under the expected
loading condition, the value of LFu in Equation 3.8 should be
increased such that the new value, call it LF u′, should produce
a reliability index βult. = 0.46 higher than βmember, while the
current LFu produces a reliability index βult. = 0.34 higher
than βmember. This means that LF u′ should produce a safety
index higher than that of LFu by 0.12 (= 0.46 − 0.34). This is
expressed as

(3.23)

or,

(3.24)

Thus, the fact that updated system capacity, LF u′, should
be higher than its current value LFu by a factor of 1.04. LF u′
can also be calculated using a slightly different approach as
follows. If the objective is to reach a target ∆βu value = 0.46,
then a new design should be such that

This leads to a required value of LF u′

Because the current system ultimate capacity is Fu = LFuWn =
2847, then the updated system ultimate capacity should be
higher than the current capacity, and consequently the ultimate
load factor LFu′ higher than LFu, by a factor = 1.04 (=
2969/2847).

Several methods could be devised to increase the system
capacity of the substructure. For example, one could add
columns or change the overall geometry. The simplest method
would increase the capacity of each column. The primary
effect produced in the columns of the bent due to a lateral
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load is the flexural bending of the columns. If the moments
produced by the dead and vertical loads are relatively small
compared to the moment caused by the lateral load, then
increasing the capacity of the complete system to resist lateral
loads by a 4 percent would require an approximate increase of
the moment capacity of each column by 4 percent. Thus, one
way to increase LFu by 4 percent is to increase LF1 by the
same percentage, that is, an additional safety factor equal to
1.04 should be added to the safety factors used to design the
columns of the two-column bent. Using an LRFD format, a
safety factor of 1.04 is reflected by a resistance factor of 0.96
(1/1.04). This additional resistance factor is defined as the
system φs shown in the left-hand side of Equation 3.15. More
accuracy can be achieved if an iterative process is used
whereby after a change of the member capacities, the analysis
is repeated to verify that the target increase in system capacity
is actually reached. This iteration may be worthwhile to
undertake when the system factor φs is greater than 1.0 that
required a reduction in member capacities so as to ensure that
the reduction produced its intended safety target and not less. 

In summary, the process outlined herein is based on two
key assumptions:

1. To increase the ultimate system capacity expressed by
LFu by a certain factor, it is sufficient to increase the
capacity of the system to resist first member failure rep-
resented by LF1 by the same factor. 

2. To increase the lateral capacity of the system to resist
first member failure represented by LF1 by a certain
factor, it is sufficient to increase the moment capacity
of the column section by the same factor. 

As an example, Assumption 1 would be exactly satisfied
if the moments due to the dead and live loads developed in
all the columns of one bent are equal and if the formation of
a collapse mechanism is used for the system limit state. A
collapse mechanism occurs when hinges form on the tops
and bottoms of all the columns of a bent. Assumption 2
implies that the (moment) effect of the gravity loads on the
individual columns in the substructure system is relatively
small compared with the (moment) effect due to the lateral
load. Both these assumptions are reasonable for bents with
stiff column caps with a reasonable level of column ductility
as demonstrated in Chapter 2. Assumption 2 is only used to
develop the system factor tables that are provided for “typi-
cal” substructure configurations as will be discussed below.
Assumption 2 does not need to be satisfied if the direct redun-
dancy analysis procedure described in the subsequent sections
is used. The direct analysis procedure can also be adjusted as
discussed in subsequent sections to take into consideration
cases that do not satisfy Assumption 1.

To verify the above-stated assumptions, an example four-
column bent with columns designed to produce a moment
capacity equal to 4000 kN-m was loaded with its dead load
and the live load from two lanes of traffic and analyzed for
an increasing lateral load using the program PIERPUSH. The



lateral load that causes the crushing of the concrete of one
column for confined concrete is 5922 kN. When the moment
capacity of the columns was decreased by 13 percent down
to 3540 kN-m, the lateral load that causes the crushing of the
confined concrete becomes 5274 kN. The ratio of the system
capacities 5922 kN/5274 kN = 1.12 is very close to the 1.13
decrease in the individual member capacities. When the
moment capacity was increased by 13 percent up to 4520
kN-m, the lateral load that causes the crushing of the con-
fined concrete becomes 6463 kN. The ratio of the system
capacities 6463 kN/5922 kN = 1.09 is still acceptably close to
the original 1.13 change in the moment capacity of the indi-
vidual columns. The differences between the 1.09, 1.12, and
1.13 values are due to the moment effects of the vertical loads
and the effects of the columns’ moment-axial force interac-
tion curves. This example demonstrates that the key assump-
tions used in the calibration procedure are reasonable for the
purpose of providing system factors that reflect the level 
of redundancy available in typical bridge substructure sys-
tems. As mentioned above, more accuracy can be achieved by
repeating the process until the exact target safety is reached.

3.5.5 Relationship Between System Factor �s,
the Reliability Measure of Redundancy ��u, 
and the System Reserve Ratio Ru

This project, following the procedure outlined in NCHRP
Report 406, has introduced three distinct measures of sub-
structure redundancy: (1) the system factor, φs, used during
the design process; (2) the reliability measure of redundancy,
∆βu, used for the calibration of the system factors; and (3) the
system reserve ratio, Ru = LFu/LF1, obtained from the deter-
ministic analysis of bridge substructures. This section demon-
strates that these three measures as defined in this report are
closely related to each other.

The objective of the calibration of the system factors as
outlined in this study is to ensure that a bridge substructure
will provide an adequate level of system safety. A bridge sub-
structure configuration has a system capacity expressed by a
lateral load factor LFu and the substructure’s capacity to
resist the failure of the first column is represented by LF1. If
the redundancy of this substructure system is not adequate,
the objective of the calibration process is to raise the value of
LFu to a new value LF ′u so that the system capacity becomes
adequate. This objective would require that ∆βu of the
upgraded system should satisfy a target value, ∆βtarget, when
illustrated in the following equation:

(3.25)
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The target, ∆βtarget, is obtained as the average value from a sam-
ple of substructures that are “known” to have a satisfactory
level of redundancy. Then, this target could be expressed as

(3.26)

The target ∆βtarget may be expressed as

(3.27)

Substituting Equation 3.27 into Equation 3.25

(3.28)

or

(3.29)

Given that the current substructure has a system capacity
LFu, then LF ′u can be defined as

LF ′u = LFu /φs (3.30)

Substituting Equation 3.30 into Equation 3.29, the system
factor can be calculated from the target LFu/LF1 and the cur-
rent system reserve ratio as

(3.31)

In addition to assuming a lognormal model for the reliabil-
ity calculations, the assumptions used throughout this sec-
tion are that the bias of the load factors, LF, and the COV
of the load factors, VLF, are the same for all the substructure
configurations.

As an example, examine the two- and four-column bents
studied above. The first member failure of the two-column
bent occurred at a lateral load 2522 kN. The system failure
occurred at a lateral load of 2847 kN. This produces a system
reserve ratio Ru = LFu/LF1 = 1.13 (= 2847/2522). The system
reserve ratio for the four-column bent is Ru = LFu/LF1 = 1.17
(= 4731/4022). Let us assume that the goal is to design two-
column bents with the system safety levels as the four-column
bent. Hence, for this example, the target value of LFu/LF1 that
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any bridge substructure should satisfy is 1.17. Since the two-
column bent provides a reserve ratio of 1.13, then, the safety
of its members should be increased by applying a system fac-
tor φs during the design process. For this particular two-column
bent, the system factor should be set equal to 1.13/1.17 = 0.96.
In other words, the new system capacity should be higher than
the current values by 1.04 (= 1/0.96), which is the same value
calculated above from the reliability-based calibration. 

This example describes the close relationship available
among the system factor φs, the reliability measure of redun-
dancy ∆βu, and the system reserve ratio Ru. The example also
demonstrates that the reliability-based calibration method
proposed in NCHRP Report 406 and adapted in this study,
produces robust system factors φs that are valid for either
wind or earthquake loads. The actual values of the reliability
indices are different for different load types. The difference
in the reliability indices of a substructure subjected to wind
versus the same substructure subjected to earthquakes is due
to the difference in the values of VLW for wind and earth-
quakes. However, as seen in Equation 3.31, the system fac-
tor, φs , is independent of VLW and thus the same system fac-
tor is valid for all load types as long as the same target system
reserve ratio Ru target (Equation 3.29) is specified. 

3.5.6 Summary

The calculations performed in this section are provided to
illustrate the procedure used during the course of this study.
The target reliability indices and the calibration of the system
factors are performed based on the results of several hundred
bent configurations described and analyzed in Chapter 2. The
subsequent sections of this chapter will provide the final
results of the calibration procedure.

3.6 ANALYSIS OF TYPICAL BRIDGE
SUBSTRUCTURE CONFIGURATIONS

The analysis of typical bridge substructure configurations
is performed using the program PIERPUSH as described in
Chapter 2. For two- and four-column bents, the analyses are
performed based on eight types of soil/foundation systems
and a variety of geometric and material properties. The fol-
lowing variations in the pertinent parameters are considered: 

• The eight foundation systems are spread footings on
normal and stiff soils; extension piles on soft, normal,
and stiff soils; and multiple-pile systems on soft, nor-
mal, and stiff soils. 

• The analysis is also performed for column bents with
a variety of column heights. The heights considered
are 4 m, 11 m, and 18 m for the two-column bents and
3.5 m, 6.5 m, and 9.5 m for four-column bents. 
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• Column widths are 0.8 m, 1.2 m, and 1.6 m for the two-
column bents and 0.5 m, 1.0 m, and 1.5 m for four-
column bents. 

• Different longitudinal steel reinforcement ratios are also
considered. These are 1.1 percent, 2.3 percent, and 3.5
percent for the two-column bents and 0.60 percent, 1.85
percent, and 3.10 percent for the four-column bents. 

• The material properties used range from 400 Mpa, 450
MPa, and 500 MPa for the yielding stress of reinforcing
steel and 22, 27, and 32 MPa for the concrete strength.
These ranges are obtained from the survey of state DOTs
as reported in Chapter 2 and Appendix C. 

The base cases for the two-column bents and all eight-
foundation systems are 11-m columns with 1.2-m widths 2.3
percent longitudinal reinforcing steel, 27 MPa for concrete
strength, and 450 MPa for steel yielding stress. The base
cases for the four-column bents and all eight-foundation sys-
tems are 6.5-m columns with 1.0-m widths 1.85 percent lon-
gitudinal reinforcing steel, 27 MPa for concrete strength, and
450 MPa for steel yielding stress. The dimensions and mate-
rial properties associated with the base cases are those of the
average column bents as reported from the survey of the state
DOTs. To study the effect of variations from the base case,
geometric and material properties and the dimensions of the
columns are varied one at a time to cover the ranges men-
tioned above. The results of the analyses subjected to the
dead load and vehicular live load and an increasing lateral
load are tabulated for the two-column bents as shown in
Tables D-1 through D-4 in Appendix D (not published
herein). Similarly, Tables D-5 through D-8 give the loads for
the four-column bents. The results are given for four limit
states as follows:

1. The lateral load that causes one column to reach its
moment capacity (first member failure) (Tables D-1
and D-5). 

2. The lateral load that causes the crushing of one column
assuming all columns are unconfined (Tables D-2 and
D-6). This value is compared to the load that causes a
collapse mechanism to form (as calculated in the Tables
of Appendix C). If the mechanism forms before crush-
ing occurs, the load that causes the mechanism is used
in Tables D-2 and D-6 instead of the crushing load.

3. The lateral load that causes the crushing of one column
assuming that all the columns are confined (Tables D-3
and D-7). This value is also compared to the load that
causes a collapse mechanism to form as calculated in
the Tables of Appendix C. If the mechanism forms
before crushing occurs, the load that causes the mech-
anism is used instead.

4. Functionality limit state. This corresponds to the load
that causes a maximum lateral displacement equal to
clear height of column/50 (H/50) (Tables D-4 and D-8).



The loads causing the above-listed limit states are obtained
using the analysis procedure described in Chapter 2. The nom-
inal vertical dead and live loads are applied on the substructure
system and are kept constant at their nominal (design values).
During the analysis performed in this section to execute the
calibration of the system factors, no load factors are applied
in order to study the behavior of substructures under expected
loading conditions. (Load factors will be used when engineers
will implement the results of this study during the design
process.) A lateral load is applied at the level of the column
caps and is continuously incremented past the yielding point
and into the nonlinear range. The load versus lateral deforma-
tion relationship is determined. During the analysis process,
different critical loads and deformations are flagged. Partic-
ularly, the lateral loads corresponding to the four limit states
cited above are recorded. The first limit state corresponds to
the current member-based approach to the design and analy-
sis of bridge substructures. The unconfined limit state gov-
erns the system capacity when the columns have low ductil-
ity capacity, as is the case when they are not provided with
confining lateral reinforcement, resulting in the early crush-
ing of column section as the substructure undergoes nonlin-
ear deformations. Concrete crushing of unconfined members
occurs when the strain in the concrete reaches a value equal
to 0.004. The confined limit state governs when sufficient lat-
eral reinforcement is provided to improve column ductility
by raising the concrete crushing strain to 0.015 in./in. For both
unconfined and confined limit states, a check is made to ver-
ify whether a system collapse mechanism occurs before any
one column in the system crushes. If the mechanism occurs
first, then the lateral load that causes the formation of the col-
lapse mechanism controls is recorded. 

The functionality limit state chosen for bridge substruc-
tures corresponds to a maximum total lateral displacement
equal to the H/50. This limit state accounts for the displace-
ments at the base of the pier due to soil and foundation flex-
ibility as well as the bending of the columns due to the lat-
eral load and the bending caused by the vertical loads due to
P-delta effects. This functionality limit state, which is not nec-
essarily a structural limit state, implies that bridge substruc-
tures may become “unsafe” for traffic passage because of large
displacements even before a structural failure occurs. Besides
the clear height/50 limit, several other possible displacement
limits were investigated. Such limits include height/100,
height/200, and 0.25 percent column drift. The height/50
limit state has been selected for the functionality limit state
for the following reasons:

1. The height/100 and height/200 displacements often
occur when the substructure is still in the linear elastic
range and before the first column reaches its limit capac-
ity. Because the focus of this study is on the behavior
of bridge substructures after the failure of one element,
the height/100 and height/200 are deemed too strict and
not appropriate for use.

60

2. The 0.25 percent column drift considers the drift
between the top and the bottom of the column only.
This ignores the possibly large deformations in the soil
and the foundations that may significantly contribute to
the total lateral displacements. These soil/foundations
displacements could be very high producing dangerous
traffic conditions.

Additional limit states, other than those discussed above,
were also considered, but are not used. These include the
load that would produce a moment in any column from the
vertical loads (from P-delta effects) equal to 30 percent of the
total moment. This limit state relating to the extent of lateral
deformation in the bent has not been selected since the effect
of lateral displacement is already covered in the functional-
ity limit state. Also, the P-delta effects are included in the
bending moments that contribute to the formation of a col-
lapse mechanism and the crushing of the concrete. The
PIERPUSH program also flags the load at which the shear
capacity of any column is exhausted. This load is not listed
because shearing failures are always brittle and bridge sub-
structures do not have any redundancy after the failure of a
column due to shear. Thus, if the AASHTO LRFD has been
calibrated to provide the same reliability index βmember = 3.5
for both shear and bending, then the system safety of bents
that may fail in shear will not provide sufficient levels of sys-
tem safety.

Bar pullout and failure of the joints are not addressed in
this study. These failures are considered to be brittle and no
system redundancy will exist when they occur. Thus, this
project is concentrating on studying the behavior of bridge
substructure due to flexural bending as the other failure types
have no ductility and thus no redundancy.

The first rows of Tables D-1 through D-8 give the results
obtained from PIERPUSH for the base cases. These corre-
spond to the average height (11 m for the two-column bent
and 6.5 m for the four-column bent); average width (1.2 m
and 1.0 m, respectively); average yielding stress of reinforc-
ing steel fy (450 MPa); average concrete strength f ′c
(27 MPa); and average longitudinal steel reinforcement ratio
(2.3 percent for the two-column bents and 1.85 percent for
the four-column bents). The base cases consider eight differ-
ent soil/foundation systems (Columns 1 through 8 of Tables
D-1 through D-8). The soil foundation systems are (1)
spread footings on normal soils, (2) spread footings on stiff
soils, (3) extension piles on soft soils, (4) extension piles on
normal soils, (5) extension piles on stiff soils, (6) multiple
piles on soft soils, (7) multiple piles on normal soils, and (8)
multiple piles on stiff soils. Soft soils are defined as soils that
produce a N = 30 blow counts or higher.

The second rows in Tables D-1 through D-8 give the
results for the short columns (3.5 m for the two-column
bents, 4 m for four-column bents) when all the other proper-
ties are kept at their average values. The third rows are for
the cases with high columns (18 m for two-column bents and



9.5 m for the four-column bents). The fourth row is for the
cases with small widths (0.8 m for two-column bents and
0.5 m for the four-columns). The fifth row is for columns with
large widths (1.6 m for two-column bents and 1.5 m for the
four-columns). The sixth row is for columns with low con-
crete strength (f ′c = 22 MPa). The seventh row is for the cases
with high concrete strength (f ′c = 32 MPa). The eighth row is
for columns with low steel-yielding stress (fy = 400 MPa).
The ninth row is for the cases with high-yielding stress (fy =
500 MPa). The tenth row is for the cases where the longitudi-
nal steel-reinforcing ratio is low (1.1 percent for two-column
bents, 0.6 percent for the four-columns). The eleventh row is
for the cases where the longitudinal steel-reinforcing ratio is
high (3.5 percent for two-column bents, 3.10 percent for the
four-columns). All results are given in kN. The interpreta-
tion of the results and a discussion of the trends in the load
obtained are discussed in detail in Chapter 2.

3.7 SYSTEM RESERVE RATIOS OF TYPICAL
SUBSTRUCTURE CONFIGURATIONS

As mentioned in Section 3.5, the redundancy of the sub-
structures analyzed is closely related to the system reserve
ratios, Ru (unconf.), Ru (conf.), and Rf, which are defined as
ratios of the loads producing the system limit states analyzed
above to the load producing the first member failure. Specif-
ically, Ru (unconf.) is the system reserve ratio for the ultimate
state of unconfined columns; Ru (conf.) is the system reserve
ratio for the ultimate limit state of confined columns; and Rf

is the system reserve ratio for the functionality limit state.
These system reserve ratios are provided in Appendix D,
Tables D-9, D-10, and D-11 for the two-column bents and in
Tables D-12, D-13, and D-14 for the four-column bents.

The results reflect a wide range of reserve ratios for the dif-
ferent substructure geometries, material, and foundation types
considered. The ratio varies from a low of 0.17 for the func-
tionality limit state of short two-column bents with extension
piles on soft soil to a high value of 1.80 for the system limit
state of confined four-column bents on extension piles in nor-
mal soils.

In general, the four-column bents show higher reserve
ratios than two-column bents although a direct comparison is
difficult to make because of the different column heights and
widths used in the analysis. However, in comparing the low
height columns that have heights of the same order of mag-
nitude (i.e., 3.5 m for the four-column bents and 4 m for the
two-column bents), the researchers notice that the reserve
ratios are generally only slightly higher for the four-column
bents. For the unconfined columns, the difference between
the reserve ratio of the two-column bents and four-column
bents vary from 0.02 to a maximum of 0.09. For the con-
fined columns, the two-column bents give higher reserve
ratios for the spread footings than those of the four-column
bents (1.50 compared to 1.36). For other foundation types, the
four-column bents produce higher reserve ratios with a dif-
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ference up to 0.39 for the multiple piles on stiff soils. One
reason for this inconsistent trend in the results is the differ-
ent foundation stiffnesses used for the two-column and four-
column bents. The foundation stiffnesses affect the distri-
bution of the load to the individual columns differently
depending on the stiffnesses of the columns and those of the
column caps. The list of foundation stiffnesses used in the
analysis were presented in Chapter 2.

The results indicate that the effect of changes in material
properties is generally the least significant. For example,
looking at confined two-column bents supported by exten-
sion piles on stiff soils, the range of the reserve ratio for the
average cases and the cases with different concrete strength
and steel-yielding stress is from 1.44 to 1.55 with an average
value of 1.50. For the four-column bents this ranges is from
1.54 to 1.64 with an average value of 1.58. Hence, changing
the material properties of the reinforcing steel and the strength
of concrete from the average values of 450 Mpa and 27 Mpa,
respectively, will change the reserve ratio by a maximum of
value of 0.06. Such a narrow range in reserve ratios indicates
that structural redundancy is insensitive to these strength
parameters as compared with others. 

It is noted that providing lateral reinforcement to confine
the concrete columns will generally increase the ductility of
the system producing higher system reserve ratios. Confin-
ing the columns may not improve the system reserve ratio if
a mechanism forms before any one-column crushes. In other
instances, confining the columns means that large lateral
displacements take place before the crushing of a column
occurs; hence, the bridge, although structurally safe, may be
unfit for use, and the functionality limit state would govern.
For example, this situation is observed for the four-column
bent of low height (3.5 m) supported on pile extensions in
soft soils. In this case, the reserve ratio for the functionality
limit is only 0.45 while the system reserve ratio for the con-
fined columns is 1.16 and for unconfined columns is 1.05.
The flexibility of the foundation/soil system for this case ren-
ders the bridge susceptible to very high deformations before
any permanent structural damage would occur. The reserve
ratio of 0.45 for the functionality limit state indicates that the
lateral load producing a total lateral displacement of H/50 is
lower than that producing the failure of the first member. The
functionality limit state is thereby considered to be of utmost
importance for structures founded on soft soil conditions, and
susceptible to foundation vulnerability.

3.7.1 Determination of Target Reserve Ratio

Current design practice for bridge substructures assumes
that four-column bents are adequately redundant. Also, most
bridge substructures (except for those in earthquake-prone
regions) are designed with unconfined columns. Hence, it
is herein proposed to consider the average system reserve
ratio, Ru, from “average four-column bents with unconfined



columns” as the target ratio that all properly designed sub-
structures should satisfy. According to the first row of Table
D-12, the average four-column bent reserve ratio for average
column height, column width, and material properties pro-
duces an average value equal to 1.20 (average of all founda-
tion types). This average value is designated as the target
value that any bridge substructure should satisfy so that it is
considered “adequately redundant.” This target reserve ratio
of Ru target = 1.20 implies that bridge substructures should be
able to withstand 20 percent more lateral load than the load
that causes the first member failure before they actually col-
lapse (due to either a mechanism or the crushing of the con-
crete in a column).

The target value of 1.20 for substructure system redun-
dancy is lower than the 1.30 target value proposed in NCHRP
Report 406 for bridge superstructures. The difference reflects
current design standards. The justification behind using the
1.20 value is that the industry is “on the average” satisfied
with the safety of bridge substructures designed to satisfy
current standards. Thus, the system factors should reflect that
level of satisfaction by using the average value of 1.20 as tar-
get. The difference between the proposed 1.20 for substruc-
tures and 1.30 for superstructures may appear to reflect that
current substructure designs are less redundant than super-
structure designs. However, a direct comparison is not obvi-
ous because the actual reliability levels implied by the target
system reserve ratios depend on both the reserve ratio and the
COVs. Also, the different target reliability levels associated
with the 1.20 reserve ratio for substructures and the 1.30
reserve ratio for superstructures would reflect the relative
cost margins associated with increasing the reliability of the
superstructure as compared to the costs associated with
increasing the reliability of the substructure and foundations.
The issue of including the cost margins in the determination
of the target reliability levels is beyond the scope of this
study and is being addressed in NCHRP Project 12-48. 

Assuming a lognormal reliability model and using the rela-
tionship developed in Section 3.5 (Equation 3.27), a system
reserve ratio of 1.20 corresponds to a ∆βu of 0.52, which is
rounded down to 0.50. The calculations of β were also per-
formed using a FORM with an Extreme Type I Gumbel dis-
tribution for the applied load and a lognormal distribution for
the system capacity of unconfined columns (represented by
the LF factors and using the same mean and COVs provided
in Section 3.5). The FORM algorithm produced a ∆βu of 0.49
for the average four-column bent. As a result, a target relative
reliability index ∆βu target of 0.50 is specified in this project. 

The functionality limit state is proposed to ensure that
large levels of deflections that make the bridge lose its func-
tionality occur only at sufficiently high levels of loads. In this
case, it is decided to also use a target value ∆βf target of 0.50
(Rf target = 1.20) for the functionality limit state. The same
value is used for the functionality limit state because the
tables of the system reserve ratios given in Appendix D show
that the functionality limit state and the ultimate limit state
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occur at similar load levels for the four-column bent with
confined concrete for the base case with 6.5-m columns and
most common foundation/soil types. Thus, the same reserve
ratio of 1.20 (coinciding with a ∆βtarget of 0.50) is used as the
required target for both the functionality and ultimate limit
states such that the bents that produce higher system reserve
ratios (whether by confining the concrete or changing the
geometric configuration) are considered to be adequately
designed for redundancy consideration. Notice that the func-
tionality limit is not intended to eliminate designs that can
safely exhibit large deformations but, on the contrary, is
intended to ensure that the deformations occur at sufficiently
high load levels. Such high deflections after first yielding
reflect large levels of ductility, which is encouraged. Three
factors may make a bridge substructure not meet the func-
tionality criterion: (a) the system collapses early at a system
reserve ratio less than Rf target before it undergoes a sufficient
level of ductility, (b) the system undergoes large levels of
total deformations at an early load level before Rf = 1.20 is
reached, and (c) the system’s P-∆ effects contribute to caus-
ing system unloading such that Rf reduces to less than 1.20
when H/50 is reached. Notice that most unconfined columns
reach their ultimate limit state before the functionality limit
state. Thus, most unconfined columns will not satisfy the
functionality limit state. Factor (a) is automatically met when
the system reserve ratio Ru for the ultimate limit state is
checked because, in this report, Rf target and Ru target are both
equal to 1.20. Factor (b) is the most relevant situation for sub-
structures subjected to the effect of increasing lateral forces.
Factor (c) is relevant in the cases where displacement con-
trolled loading governs (such as for substructures under
earthquake loads). In the Specifications proposed in Appen-
dix A, it is recommended that bridges that are classified as
noncritical and not essential need not satisfy this functional-
ity criterion. Imposing the functionality criterion for non-
essential bridges might require a large program of rehabilita-
tion and a heavy financial burden that would be beyond the
means of bridge authorities.

3.7.2 Damaged Bridge Substructures

To study the behavior of the multiple column bents for the
damage scenario, the four-column bent with all average geo-
metric configuration and material properties (6.5-m high and
1.0-m × 1.0-m-wide columns, f ′c = 27 MPa, fy = 450 Mpa,
longitudinal reinforcing ratio = 1.85 percent) supported by
spread footings on normal soil is analyzed assuming that its
exterior column is totally damaged and unable to carry bend-
ing moment or axial load. The damaged bent was analyzed
using the program PIERPUSH under the effect of the nomi-
nal (design) vertical dead and live loads and for an increas-
ing lateral load. The analysis shows that, at a lateral load
equal to 967 kN, one of the remaining columns will reach 
its maximum moment capacity. The first column crushes



when the applied lateral load reaches a value equal to 
2187 kN if the column is unconfined. If the columns are con-
fined, then the first column crushes at a lateral load equal to
3817 kN. The collapse mechanism is reached when the lat-
eral load is 3821 kN. These values from the damaged sub-
structure are compared with the following values for the intact
structure: a first member failure at a lateral load equal to
3787 kN; a first crushing for unconfined columns when the lat-
eral load is equal to 4659 kN; and a first crushing at a load
equal to 4801 kN if the columns are confined; a collapse
mechanism would form at a lateral load equal to 4856 kN. A
careful review of the bending moments in the cap of the dam-
aged structure under the effect of the applied gravity (verti-
cal) load and the applied lateral load, when the limit states are
reached, revealed that when the column caps are designed to
current standards for the intact system, they are unable to
resist the applied gravity load moments in the damaged con-
dition, as shown in Chapter 2. Hence, current design proce-
dures would not produce adequate reserve ratio for damaged
multicolumn bents. However, if the column caps are
strengthened, then the columns will show a reserve ratio for
the damaged condition, Rd, equal to 0.58 (3821 kN/3787kN)
for damaged bents formed by four unconfined columns.
This ratio is higher than the Rd = 0.50 used in NCHRP Proj-
ect 12-36 for damaged superstructures. Since the 1.20 ratio
used for intact substructures is less than the 1.30 used for
intact superstructures, it is suggested that the ratio for the
damaged substructures should be less than or, at most, equal
to that of damaged superstructures. 

Therefore, it is proposed to use a minimum required sys-
tem reserve ratio for damaged substructure, Rd = 0.50. If a
damaged substructure system has a Rd value greater than the
required 0.50 value, the substructure is defined as adequately
redundant for the damaged scenario. The typical bridge sub-
structures analyzed in this project are deemed not to have
enough redundancy to sustain damage to an exterior column
and still be able to carry some of the applied loads until repairs
are completed. To achieve the required system reserve ratio,
Rd = 0.50, the column caps must be designed to withstand a
column failure. It is observed that using Rd = 0.50 in Equation
3.27, the target system safety index obtained would be equal
to ∆βd = −1.96. These calculations assume that the COV for the
capacity VLF = 13 percent and the COV for the applied lateral
load is VLW = 33 percent corresponding to the uncertainty
associated with a 75-year design life. This calculation could
be rounded off to target value ∆βd target = −2.00. This assump-
tion implies that if bridge columns are designed to satisfy a
member reliability index βmember = 3.5, as specified in the
AASHTO LRFD, then the substructure will be considered to
be adequately redundant if after the brittle failure of any one
column, the substructure system will still be able to provide
a system reliability index for the damaged substructure, 
βdamaged = 1.50 (= 3.50 − 2.00). A reliability index of 1.50 cor-
responds to a probability of failure equal to 6.7 percent under
the combined effects of vertical loads and the 75-year max-
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imum lateral load. It should be noted that the total proba-
bility of failure for a damage state is equal to the probabil-
ity of occurrence of the damage initiating event times the
probability of system failure given that the damage has
occurred. Thus, the reliability index of 1.50 given the occur-
rence of a damage-causing event (collision, scour, major cor-
rosion) should be adequate. If the probability that a damag-
ing event has occurred is less than or equal to 0.00348 (0.348
percent), then, the unconditional probability of failure
becomes less than or equal to 0.2326 × 10−3 (= 0.00348 ×
0.067) corresponding to an unconditional reliability index β
greater than 3.5. Or, for a probability of the occurrence of a
damaging event less than 4.72 × 10−4, the unconditional reli-
ability index is greater than 4.0. Furthermore, conditional
probability of failures lower than 6.7 percent will be obtained
for winds with lower return periods. For example, if one
assumes that any damage to a substructure would at a mini-
mum be detected during the biennial inspection, then the
maximum possible load that a damaged substructure will be
subjected to would be, at most, equal to the load observed
over a 2-year return period (i.e., the time between two inspec-
tions.) According to Ellingwood et al. (1980), the maximum
1-year wind load is associated with a COV = 59 percent. The
corresponding 2-year COV, VLW2 would then be equal to 53
percent. The wind load bias for a 2-year period is found to be
equal to 0.37. Plugging these values into Equation 3.22 with a
target Rd = 0.5, the corresponding value of ∆βd target becomes
–1.24 for a 2-year return period. The reliability index, βmember

= 3.5 for a 75-year return period would produce a reliability
index βmember = 3.84 for a 2-year period, thus a ∆βd target of
–1.24 implies a reliability index for the damaged system,
βdamaged = 2.60 for a 2-year period or a probability of failure
given that a damage has occurred Pf = 0.466 × 10−2. Such
levels of reliability indices and probability of failure are quite
reasonable. 

3.8 SYSTEM FACTORS FOR TYPICAL BRIDGE
SUBSTRUCTURE CONFIGURATIONS

As observed in Section 3.7, the analysis of the average
four-column bents for the unconfined columns produced an
average system reserve ratio, Ru = 1.20. Because four column
bents are normally considered to provide adequate levels of
redundancy and most bridges outside of earthquake prone
regions are designed with unconfined columns, it is recom-
mended to use a Ru = 1.20 as the target system reserve ratio
that an adequately designed substructure system should
achieve. Bridge configurations that do not satisfy this require-
ment will have to be designed for higher member safety (i.e.,
they must be associated with lower values of system factors,
φs). On the other hand, bridge configurations that provide
higher Ru values may be designed to have lower member
safety levels (i.e.,they are associated with higher values of
system factors, φs) with the understanding that the system as
a whole will still provide adequate safety against collapse. 



Using a target Ru target = 1.20, the system factor φs is calcu-
lated for each bridge configuration studied in this project
using the approach described in Section 3.5 above (Equation
3.31). The results are provided in Tables D-15 through D-20
of Appendix D for different geometric, material, and soil/
foundations types of the two-and four-column bents with
unconfined and confined columns. This target Ru target = 1.20
was found to correspond to a system reliability margin ∆βu

of 0.50. Note that if the bridge members are designed for a
reliability index βmember = 3.5, as is specified in AASHTO
LRFD, it will indicate that the probability of first member
failure is equal to 0.023 percent. Requiring a ∆βu = 0.50
results in a system reliability index βult. = 4.0. Thus, an incre-
ment of the reliability index of 0.50 for system failure means
that the probability of system collapse must be lower than
0.0032 percent.

The calibration of the system factors are done for all limit
states assuming that all the member capacities, system capac-
ities, and load variables follow lognormal distributions as
shown in Section 3.5. The calibration results are found not to
be significantly affected by the type of probability distribu-
tion chosen during the analysis process. The maximum dif-
ference observed in the system factors is less than 0.01 if the
Extreme I (Gumbel) distribution is used for the applied lat-
eral load.

The following observations are made from the results pre-
sented in Appendix D:

1. The range of the system factors is quite wide with a low
value of 0.37 to a maximum of 1.50 for the four-column
bents and a minimum of 0.14 and a maximum of 1.46
for the two-column bents. This range demonstrates a
wide spread in the levels of redundancy of the bents
analyzed.

2. The variation between the system factors of the bents
analyzed is highly dependent on the foundation type and
the overall flexibility of the system. The relative flexi-
bility of the foundation/columns affects the moment dis-
tribution of the columns and thus causes large differ-
ences in the lateral load that causes the first member
failure. In addition, flexible foundations and columns
produce higher lateral displacements that induce higher
moments due to the P-∆ effects.

3. The effect of column size is difficult to predict but
seems significant. This difficulty is due to the effect of
changes in column heights and column widths on the
design of the foundations, which is reflected by differ-
ent foundation stiffnesses.

4. The four-column bents provide higher system factors
than the equivalent two-column bents. This observation
is shown in Table D-21 where the results for a 4-m-high,
1.2-m-wide four-column bent are obtained by interpo-
lation for the results shown in Tables D-18, D-19, and
D-20. The increase in system factors may be as high as
0.29 as seen for the functionality limit state on multiple

64

piles in stiff soils. The results show three exceptions:
for the confined columns on spread footings in normal
and stiff soils and for the functionality limit state on
spread footings in stiff soils. These exceptions may be
due to the effects of the differences in the foundation
stiffnesses. 

5. As expected, confined columns with higher ductility
capacity produce higher system factors than unconfined
columns. The highest difference is 0.38 for the four-
column bent of 6.5-m-high column with a 1.5-m width
on extension piles on stiff soils. For the two-column
bents the largest difference between confined and uncon-
fined column bents is 0.28 for the 4-m-high column
with a 1.2-m width on spread footings with normal soils.
In a limited number of instances, the P-delta effects and
the resulting softening may cause the confined columns
to produce lower system reserve ratios than unconfined
columns.

6. Changes in material strength have no significant effect
on the system factors. This is due to the fact that changes
in material strengths while keeping all the other vari-
ables constant would change the bending capacity of
the individual columns but, as seen in Section 3.5, the
change in the bending capacity of the columns will gen-
erally change the system capacity by about the same
factor keeping the system reserve ratio (and thus the
system factor) practically unaffected. 

7. Higher column longitudinal reinforcements reduce
column ductility and thus decrease the system factors.
Lower column longitudinal reinforcements increase
column ductility and increase the system factors. The
increase and decrease in system factor results in an
average change of 0.10 in the system factors from the
all-average cases.

The system factor tables developed in Appendix D could be
used during the design of the columns of bridge substructures
that have similar geometric and material properties as those
used during the derivation of Tables D-15 to D-20. This
approach will be explained in Section 3.10. For bridge config-
urations that are different than those provided in the tables, a
direct check of the redundancy can be carried out as explained
in Section 3.9.

3.9 DIRECT REDUNDANCY CHECK

The direct redundancy check procedure proposed in this
section is based on satisfying minimum values of the system
reserve ratio, Ru, and relative reliability index ∆βu.

The conclusions reached in the previous section revealed
that bridge substructures with typical four-column configu-
rations and average column dimensions designed without
additional confining lateral reinforcement that have ade-
quate levels of redundancy produced a system reserve ratio



for the ultimate limit states Ru = 1.20 or higher. This is found
to be equivalent to a relative system reliability index, ∆βu,
for the ultimate limit state equal to 0.50 or higher for lateral
wind loads. 

Based on these results, it is recommended that a bridge
substructure system be defined as adequately redundant if the
analysis of the substructure produces a system reserve ratio
for the ultimate capacity, Ru, greater than or equal to 1.20.
The required Ru req. value of 1.20 means that the lateral load
producing the collapse of the bridge substructure should be
20 percent higher than the lateral load that will cause the first
member to reach its nominal moment capacity. 

In addition, this study proposes a functionality limit state
that is defined as the lateral load that will produce a total lat-
eral displacement equal to H/50. A substructure is defined to
be adequate for the functionality limit state if the load that
causes a total lateral displacement of H/50 (where H is the
clear column height) produces a system reserve ratio of Rf =
1.20. Notice that the functionality limit state is not a restric-
tion on the level of deflection but it requires that these deflec-
tions occur at high loads ensuring an acceptable level of
reserve strength before the system loses functionality (in this
case a system reserve ratio of 1.20 is set as the criterion).
Large levels of deflections after the system goes into the non-
linear range are an indication of system ductility. 

Finally, bridge substructures are defined to be adequately
redundant following the brittle loss of one column if the sub-
structure will still be able to carry 50 percent of the lateral
load that causes the failure of the first member in the intact
structure. This is equivalent to a system reserve ratio for dam-
aged substructures Rd = 0.50. These criteria are for bridge
substructures with members designed to exactly satisfy the
current AASHTO member design criteria. If bridge members
are overdesigned, the criteria are adjusted to account for the
additional safety as will be further explained in this section.

The Ru = 1.20 value proposed herein for the ultimate limit
state of bridge substructures is less conservative than the 1.30
value used in NCHRP Report 406 for the bridge superstruc-
tures. The 1.20 value is accepted in order to remain consis-
tent with current methods for designing redundant bridge
substructure systems. The Rf = 1.20 value proposed for the
functionality limit state of substructures is slightly higher
than the 1.10 used in NCHRP Report 406 for superstructures.
Note that the definition of the functionality limit state in
NCHRP Report 406 is different than that used in this study
because of the differences in the structural system and behav-
ior. The superstructure limit state was defined in NCHRP
Report 406 as the load producing a vertical displacement
equal to span length/100. The Rd = 0.50 used in this report for
the damaged limit state is the same as that used in NCHRP
Report 406 for the superstructure limit state.

It should be noted that the check of Ru, Rf, and Rd is a
check on the redundancy of the system. Bridges that are not
redundant may still provide high levels of system safety if
their members are overdesigned. Therefore, the redundancy
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check should always be performed in conjunction with a
member safety check. This check is achieved by comparing
the actual capacity of the bridge members with the capacity
required by the specifications. In this case, Rreq.is defined as
the member capacity required to satisfy AASHTO Specifi-
cations. Any acceptable member design criteria can be used.
For example, the required nominal member capacity Rreq is
calculated for the most critical member using AASHTO’s
LRFD design and evaluation equations as

φRreq = γd Dn + γl Ln + γw Wn (3.32)

where φis the resistance factor, γd is the dead load factor, γl is
the live load factor, γw is the lateral load factor, Dn is the nom-
inal or design dead load, Ln is the nominal or design live load
including impact, and Wn is the lateral load (e.g., wind). Equa-
tion 3.32 has a general format that can be used for any
AASHTO criteria. In LRFD, the φfactor depends on the type
of material, gd depends on the type of dead load (e.g., γd = 1.25
is used for component dead load). γl depends on the load com-
bination used. For example, when wind load is applied on the
structure, γl is either 1.35 or 0 combined with a load factor for
wind of 0.40 or 1.40, respectively. Notice that during the
actual implementation of the system redundancy procedure,
factored loads are being used in order to remain consistent
with the AASHTO LRFD methodology although the deriva-
tion of the system factors was based on the unfactored loads
(that had been determined to be similar to the expected loads).

The required lateral load factor for one member, LF1 req. is
defined as

(3.33)

where Rreq. is the required member capacity obtained from
Equation 3.32; Dn is the nominal dead load effect on the most
critically loaded member; Ln is the nominal live load effect
on the most critical column; Wn is the effect of the lateral load
on the most critical member; φ, γd, γl, and γw are the member
resistance and load factors. 

Equation 3.33 indicates that if the columns of a substruc-
ture are designed to exactly satisfy current design standards,
and if the factored dead load and live loads are applied on the
structure, the lateral load factor that will cause the failure of
the first member, LF1 req. must be equal to the design load fac-
tor of the lateral load, γw. If the bridge columns are over-
designed, then the load factor LF1 needed to cause the first
member failure will be higher than that obtained from
Equation 3.33. Conversely, if the bridge columns are under-
designed, then the load factor LF1 will be lower than that
obtained from Equation 3.33. The load factor LF1 corre-
sponding to the actual (provided) member capacity can be
represented as

(3.34)LF
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To provide a measure of the adequacy of the actual member
capacity represented by LF1 to that required by the AASHTO
specifications, the member reserve ratio r1 is defined as follows:

(3.35)

The member reserve ratio, r1, defined in Equation 3.35, is
equivalent to the rating factor but applied to the lateral load
(e.g., wind load) instead of the vehicular live load. Bridge
columns that are designed to exactly match the AASHTO
specifications will produce a member reserve ratio of 1.0,
while members that are overdesigned will produce r1 values
higher than 1.0. It should be noted that this member evalua-
tion procedure can be used with any bridge design criteria
including WSD, LFD, and LRFD or bridge evaluation pro-
cedures including operating and inventory rating levels using
HS20, HL-93 live loads or any other appropriate loading.

The member reserve ratio, r1, is used in conjunction with
a check of the system reserve ratio, Ru, to recommend system
factors using the redundancy check concept as outlined in the
direct redundancy analysis procedure described below.

3.9.1 Direct Redundancy Analysis Procedure

This section presents a direct method to determine the
redundancy level of a bridge substructure using a detailed
push-over nonlinear finite element analysis. The procedure can
be used in conjunction with any member checking criteria
including AASHTO’s WSD, LFD, or LRFD for either inven-
tory or operating ratings. The steps involved in the analysis of
the redundancy of a given bridge substructure are: 

Step 1. Use the AASHTO specifications to find the required
column bending capacity, Rreq., for the bridge columns using
Equation 3.32. Determine LF1 req. from Equation 3.33.

Step 2. Develop a structural model of the bridge to con-
duct the static nonlinear pushover analysis of the substruc-
ture accounting for P-delta effects. In the model, use the
nominal material properties of the columns and the best esti-
mate for the foundation stiffnesses. Apply the factored dead
and live loads as specified in the AASHTO manual for the
case being analyzed. 

Step 3. Use the applicable AASHTO Specification to find
the magnitude of the lateral load (e.g., 75-year wind load)
that should be applied on the substructure, that is, the nomi-
nal lateral load, Wn.

Step 4. Apply the nominal lateral load, Wn, on the sub-
structure and keep increasing the load until the first column
reaches its strength capacity. The factor by which the origi-
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nal Wn is multiplied for the first failure to occur is defined as
LF1. Take the ratio of LF1 to LF1req to calculate the member
reserve ratio, r1, from Equation 3.35.

If the column is designed to exactly satisfy the AASHTO
specifications, then r1 = 1.0. Overdesigned members will
have values of r1 greater than 1.0.

Step 5. Continue the pushover analysis beyond the failure
of the first member and keep incrementing the applied nom-
inal lateral load until one of the following nonlinear events
is met:

a. One of the columns reaches its compressive
crushing strain, or

b. A collapse mechanism is formed.
Note the load factor LFu by which the original lateral load

is scaled to achieve either of these two limit states. Calculate
the ratio Ru = LFu/LF1. If the ratio is higher than 1.20, then
the bridge has a sufficient level of redundancy to satisfy the
required redundancy criteria. Calculate the redundancy ratio
for ultimate limit state ru

(3.36)

Step 6. Continue the incremental loading (if necessary)
and record the load factor LFf at which a total lateral dis-
placement equal to H/50 is reached (H being the clear col-
umn height). Calculate the ratio Rf = LFf/LF1. If the ratio is
greater than 1.20, then the bridge substructure has enough
ductility to satisfy the functionality limit state. Calculate the
redundancy ratio for the functionality limit state rf

(3.37)

Step 7. Identify substructure members whose failure might
be critical to the structural integrity of the substructure system.
These damage scenarios should be specified in consultation
with the bridge owner. Such members could be (a) columns
that can be damaged by an accidental collision by a vehicle,
ship, or debris; (b) foundations that may be washed out
because of scour; or (c) members (e.g., columns, steel, or pre-
stressed concrete piles and extension piles) that are prone to
corrosion damage or fatigue fracture.

Step 8. Remove one of the members identified in Step 7
from the structural model and repeat the pushover analysis.
Determine the load factor of the damaged bridge LFd that will
cause either the crushing of one of the remaining columns or
the formation of a collapse mechanism in the remaining por-
tion of the substructure. Total displacement is not checked
for the damaged limit state because a damaged bridge has
already lost its functionality. The damage check is to ensure
that the bridge will still be able to carry some loads until
appropriate repairs are effected. Take the ratio Rd = LFd/LF1,
where LF1 is the load at the first member failure of the intact
structure. If Rd is higher than 0.50, then the bridge has a suf-
ficient level of redundancy to satisfy the required redundancy
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criteria. Calculate the redundancy ratio for the damaged limit
state rd

(3.38)

Step 9. Place the member removed in Step 7 back into the
model and remove another critical member. Repeat Step 8
until all the critical members identified in Step 7 are checked.
Take the lowest value of rd as the final redundancy ratio for
the damaged limit state.

Step 10. If all the redundancy ratios, ru, rf, and rd obtained
from the pushover analyses are larger than 1.0, the bridge
substructure has a sufficient level of redundancy. If one
redundancy ratio is smaller than 1.0, the bridge substructure
does not have a sufficient level of redundancy and corrective
measures may need to be undertaken to improve substructure
safety unless the bridge is sufficiently overdesigned (see fur-
ther below). Corrective measures may include the strength-
ening of bridge columns, changing the bridge topology, or
decreasing the rating of the bridge. 

To improve the redundancy of a bridge substructure, the
geometric configuration may be changed by adding columns.
If this cannot be achieved, nonredundant substructures must
be penalized by requiring their columns to provide higher
safety levels than those of similar substructures with redun-
dant configurations. By strengthening the columns, an over-
all satisfaction of the system reliability target is achieved.
The member strengths of nonredundant substructures should
be improved by increasing the column strength Rprovided by an
additional safety factor such that the final resistance Rfinal is
calculated as

Rfinal = Rprovided /min (r1ru, r1rf , r1rd) (3.39)

where r1 is the member reserve ratio defined in Equation
3.35; ru is the redundancy ratio for the ultimate limit state
defined in Equation 3.36; rf is the redundancy ratio for the
functionality limit state defined in Equation 3.37; rd is the
redundancy ratio for the damaged limit state defined in Equa-
tion 3.38. 

Using Equation 3.39 is equivalent to specifying that 
the required column capacity be obtained from a modified
AASHTO-specified checking equation by adding a system fac-
tor such that the member capacity should satisfy the equation

φs φRreq. = γd Dn + γl Ln + γw Wn (3.40)

where φs is the system factor that is defined as a multiplier
relating to the safety, redundancy, and ductility of the bridge
substructure system; φ is the resistance factor; γd is the dead
load factor; γl is the live load factor; γw is the lateral load fac-
tor; Dn is the nominal or design dead load; Ln is the nominal
or design live load including impact; and Wn is the lateral
load (e.g., wind).
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The system factor φs is calculated as

φs = min (ru, rf , rd) (3.41)

If φs is less than 1.0, it indicates that the substructure under
consideration has an inadequate level of system redundancy.
A system factor greater than 1.0 indicates that the level of
substructure system safety is adequate. The system factor φs

is a penalty-reward factor whereby bridges with nonredun-
dant configurations would be required to have higher column
capacities than similar substructures with redundant config-
urations. On the other hand, redundant configurations will be
rewarded by allowing their columns to have lower capacities.
Notice that Equation 3.39 is not exactly equal to Equation
3.40 when Equation 3.41 is substituted. However, the sensi-
tivity analysis performed in Section 3.5.4 shows that the
approximation is reasonably close for practical situations
when the lateral load is dominant.

To ensure that a minimum level of column safety is main-
tained, it is recommended that a maximum φs value of 1.20
be used as an upper limit. The 1.20 limit is based on the max-
imum load modifier factor proposed in the AASHTO LRFD
Specifications. In fact, the LRFD Specifications propose a
minimum load modifier of 0.95 × 0.95 × 0.95. This product
produces a minimum value of 0.86, which is equivalent to
a maximum redundancy factor of 1.17. On the other hand,
the minimum value of φs of 0.80 is proposed herein. That is,
the maximum penalty that a nonredundant substructure is
assigned is 20 percent while the maximum reward is also 20
percent. The 40 percent range is also the same range pro-
posed in NCHRP Report 406 for members of bridge super-
structures. A minimum value is proposed so that future designs
will not be drastically different than current designs. A 20
percent difference in the required member capacity is con-
sidered substantial and higher differences might meet resis-
tance from the industry.

The same system factor, φs, may be applied to all the mem-
bers of the bridge substructures. In reality, if the substructure
is formed by columns of unequal lengths and capacities some
columns may contribute less than the others toward the over-
all substructure system capacity. Using the same φs factor for
all the columns may be inefficient in such cases. To be more
efficient, the system factor φs may be applied to the most crit-
ical column(s) only and the full analysis described above
repeated until the system redundancy requirement is satisfied.

It should be noted that applying a redundancy factor φs less
than 1.0 will improve the substructure’s column strengths rep-
resented by LF1 and will also improve the substructure sys-
tem strength expressed in terms of LFu. Thus, the system
reserve ratios, Ru, will remain unchanged and a nonredundant
bridge will remain nonredundant. However, by applying a
redundancy factor φs of less than 1.0, the reliability index for
one column as well as the system reliability indices will be
increased. Thus, nonredundant designs are penalized by



requiring higher component (column) safety levels than sim-
ilar bridges with redundant configurations.

The procedure proposed in this section to perform the
redundancy evaluation of bridge substructures is compatible
with the method proposed in NCHRP Report 406 for the
analysis of superstructure redundancy. The procedure assumes
that by changing the member capacity by the φs factor, both
the LFu and LF1 values are changed by the same factor. An
iterative process can be used by repeating Steps 2 through 10
to verify this assumption.

The procedure is applicable for all substructure configura-
tions including two-column, and multicolumn substructures.
It requires a validated pushover analysis program that would
account for nonlinear behavior of columns including P-delta
effects and foundation flexibility and that is capable of deter-
mining the lateral loads that will cause the crushing and the
collapse mechanism of substructure systems.

3.10 SYSTEM FACTORS FOR COMMON TYPE
BRIDGE SUBSTRUCTURES

The previous section provided a direct analysis procedure
to evaluate the redundancy of bridge substructures. The direct
analysis requires the engineer to use a program capable of per-
forming a pushover nonlinear analysis of bridge substruc-
tures. The direct analysis evaluates substructure redundancy
leading to system factors, φs, that provide measures of redun-
dancy. Section 3.8 and Appendix D developed sets of system
factors φs applicable to common-type two-column and multi-
column substructures supported by different soil-foundation
systems. The system factors are calibrated for use in the
design check equation of bridge columns such that

φs φR ′ = γd Dn + γl Ln + γwWn (3.42)

where the system factor, φs, is defined as a multiplier relating
to the safety, redundancy, and ductility of the substructure.
The system factors presented in Tables D-15 to D-21 are
applied to the factored nominal beam column bending capac-
ity. The proposed system factors replace the load modifier, η,
used in Section 1.3.2 of the LRFD Specifications. The factor
φs is placed on the left side of the equation because the sys-
tem factor is related to the capacity of the system and as such
should be placed on the resistance side of the design equation
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as is the norm in LRFD methods. In Equation 3.42, φ is the
member resistance factor; R′ is the required resistance capac-
ity of the column accounting for the redundancy of the sys-
tem; γd is the dead load factor; Dn is the dead load effect; γl

is the live load factor; Ln is the live load effect on an indi-
vidual member including the dynamic impact factor; γw is the
live load factor; and Wn is the lateral load effect. When φs is
equal to 1.0, Equation 3.42 becomes the same as the current
design checking equation. If φs is greater than 1.0, it indicates
that the system’s configuration provides sufficient level of
redundancy. When it is less than 1.0, the level of redundancy
is not sufficient. The factor φs is calibrated to lead to consis-
tent system reliability levels for all configurations.

The approach used to develop the system factor tables is
similar to the approach used in Section 3.9. The system fac-
tor results developed in Section 3.8 are such that a system
factor equal to 1.0 indicates that, for the ultimate limit state,
the substructure configurations with adequate system redun-
dancy produce an average reserve ratio Ru, equal to 1.20. The
1.20 system reserve ratio leads to a relative reliability index
∆βu equal to 0.50 for wind loading. This means that the sys-
tem capacity should be generally 20 percent higher than the
capacity of the first member to fail leading to a system relia-
bility index that is higher than the reliability index of the
most critical (first to fail) column by 0.50. 

The system factors were computed for a representative
sample of substructure configurations taken from the survey
of state DOTs. System factors for each bridge substructure
configuration considered are given in Tables 3.7 through
3.10. These are adapted from Tables D-15 through D-20 of
Appendix D. 

For each configuration, three system factors are obtained
for three system limit states (crushing of unconfined columns,
crushing of confined columns, and the functionality limit
state corresponding to a maximum lateral displacement equal
to clear column height/50−H/50). The system factor that
should be used is the minimum value that applies for the sub-
structure under consideration. In addition, as recommended
for the direct redundancy analysis check, it is recommended
that the system factor be limited to a maximum value of 1.20
and a minimum value of 0.80. These maximum and minimum
values are recommended in order to keep the changes in
member capacities for new designs reasonably similar (within
±20 percent) to those obtained when using current specifica-
tions. These limits are set at this point until more experience

TABLE 3-7 System factors for unconfined 2-column piers



is gained from using the system factors in actual practice. The
40 percent range has been chosen in this study to remain con-
sistent with the 40 percent range used for superstructures (see
NCHRP Report 406), which was chosen because it is on the
same order of magnitude as the difference between inventory
and operating rating stress levels.

The results in Tables 3.7 to 3.10 already account for the
possibility of the formation of a collapse mechanism since the
load that produces the mechanism was used whenever it
occurs prior to the load that causes concrete crushing. System
factors are not provided for the damaged scenario because the
caps in typical substructure designs do not have the capacity
to transfer the vertical live and dead loads to the remaining
columns if an exterior column is damaged because of a colli-
sion, foundation failure, or general deterioration. Thus, bridges
should be protected against such eventualities by checking
the designs with the direct analysis procedure and giving spe-
cial attention to the beam cap. The direct analysis procedure
was described in Section 3.9.

The system factors given in Tables 3.7 through 3.10 are
developed for two-column and four-column bents with evenly
spaced columns of the same height and same capacity. Sep-
arate tables are provided for bents with two and four concrete
columns of different heights and widths. The tables cover
substructures whose columns are confined or unconfined with
lateral reinforcements supported by different types of soil/
foundation systems. For configurations that might be slightly
different than those considered, it is necessary to extract the
system factors from the tables by interpolation (or extrapola-
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tion) as described in the example provided in Section 3.10.6.
For substructures that do not fit these categories, the direct
analysis procedure outlined in Section 3.9 should be used.

The system factor tables are applicable for substructures
that satisfy any acceptable AASHTO design criteria including
the LFD, WSD, and LRFD criteria. The tables are applicable
for bridge substructures whose design is dominated by the lat-
eral load (i.e., for cases when the moment from the vertical
loads constitute less than 25 percent of the moment capacity).
For bridge columns where the moment from the vertical load
is higher than 25 percent, the step-by-step analysis procedure
described in Section 3.9 should be used. 

3.10.1 System Factor Tables

The system factors are provided for different types of soil/
foundation systems and different column heights and column
widths. For each bent and soil condition, the foundations were
designed to accommodate the geometrical and weight proper-
ties of the bents and the live loads. The results also account for
the P-delta moments produced by the vertical loads. 

The distribution of the loads to individual columns is a func-
tion of the foundation and column stiffnesses. In the instances
where bents have more uniform distribution of moments in the
elastic range, the bents will exhibit less system redundancy.
The provided tables or a direct analysis makes it possible to
predict how increases in column widths and heights would
influence the redundancy of the substructure system and the
system factor.

TABLE 3-8 System factors for unconfined 4-column piers

TABLE 3-9 System factors for confined 2-column piers



The base cases are for a typical column height of 11 m for
the two-column bents and 6.5 m for the four-column bents.
Average column widths are 1.2 × 1.2 m and 1.0 × 1.0 m,
respectively, for the two-column and four-column bents.
These values correspond to the most typical configurations
encountered in existing substructures as reported in the sur-
vey of state DOTs and are used as the base cases for the analy-
sis. Other cases provided in the tables are for 4-m and 18-m-
high columns, and 0.8-m × 0.8-m and 1.6-m × 1.6-m wide
columns for the two-column bents and 3.5-m and 9.5-m high
columns and 0.5-m × 0.5-m and 1.5-m × 1.5-m-wide columns
for the four-column bents. Interpolation should be used for
other column sizes and heights.

The tables provided assume a typical steel reinforcement
ratio of 2.3 percent for the two-column bents and 1.85 percent
for the four-column bents (representing the average rein-
forcement ratios from typical existing bents). If this ratio is
decreased by 1.2 percent (down to 1.1 percent for two-column
bents and 0.65 percent for four-column bents), the system
factors shown in the tables should be increased by 0.05. The
increase is due to the increased level of ductility associated
with the decrease in reinforcement ratio. If the reinforcement
ratio is increased by 1.2 percent (up to 3.5 percent for two-
column and 3.05 percent for four-column bents), then, the
system factors shown should be decreased by 0.10. Use inter-
polation to find the appropriate change in the system factor
for other reinforcement ratios.

The sensitivity analysis performed as part of this study has
demonstrated that the concrete strength, f ′c, and the steel
yielding stress, fy, do not significantly affect the results. Thus,
the tables are valid for columns designed for usual concrete
strengths and steel grades. 

3.10.2 Single-Column Bents and Pier Walls

In Section 2.7.1, it was shown that single-column bents are
nonredundant, and the system reserve ratios are small: 1.02
for unconfined columns, and 1.04 for confined columns. As
the target system reserve ratio was set at 1.20, the corre-
sponding system factor φs can be approximately set as
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(3.42)

Therefore, it is recommended that for single-column bents
and nonredundant pier walls, a system factor φs of 0.80 
be used.

3.10.3 Two-Column and Four-Column Bents
with Unconfined Concrete

Tables 3.7 and 3.8 give the system factors for two-column
and four-column bents with unconfined concrete. For uncon-
fined columns, the most critical column usually reaches its
crushing strain before the P-delta moment becomes signifi-
cant. In addition, the crushing strain is generally reached
before the functionality limit state is reached. Tables 3.7 and
3.8 were derived assuming that the crushing occurs when the
strain at any point of the concrete column reaches a value
equal to 0.004. 

3.10.4 Two-Column and Four-Column Bents
with Confined Concrete

Tables 3.9 and 3.10 list the system factors for two-column
and four-column bents with confined concrete. For confined
columns, the most critical column often reaches its crushing
strain after relatively high lateral displacements are produced.
Thus, the P-delta moment may become significant. 

In addition, the crushing strain is often reached after the
serviceability limit state (total displacement equal to clear
column H/50) is reached. Thus, both limit states should be
checked and the lower system factor should be used. The two
factors are kept separate to give the engineer the flexibility of
choosing the most appropriate limit state for different situa-
tions and also to allow one to determine which limit state gov-
erns in case corrective actions need to be taken. For example,
the engineer may choose to use a different foundation type to
improve the system factor for the functionality limit state. It is
also for these same reasons that the system factors provided in
the tables are not pretruncated or rounded up to the proposed

φs
u

u

R
R

= =
target

0 85 0 87. ~ .

TABLE 3.10 System factors for confined 4-column piers



limiting values of 0.80 and 1.20. For example, if the system
factor for the ultimate limit state of 6.5-m-high and 1.0-m-
wide column on extension piles in stiff soils is 1.32 and that
for the functionality limit state is 1.31, the engineer should use
the value of 1.20. If the system factor for the 11-m-high and
1.6-m-wide column on extension piles in soft soils is 1.03 for
the ultimate limit state and 0.58 for the functionality limit state,
take 0.8 as the final value to use in Equation 3.42.

Confined columns are defined as columns whose concrete
crushes at a strain value equal to 0.015 (for unconfined con-
crete columns the strain at crushing is 0.004). Confined
columns require heavy lateral reinforcement that is normally
provided only when designing columns in earthquake-prone
regions.

Tables 3.9 and 3.10 give two values of system factors for
each column and foundation type. The top value is for the
ultimate capacity limit state (concrete crushing or collapse
mechanism) and the bottom value is for the functionality
limit state. The lower of the two φs values must generally be
used unless specific situations require the checking of only
one of the limit states. In all cases, the lowest value that
should be used should not be lower than 0.80. The highest
value should not exceed 1.20. The results show that for short
columns on soft soils, the functionality system factor is very
low indicating large levels of lateral displacements rendering
the bridge unfit for traffic crossing before crushing occurs.

3.10.5 General Comments

Tables 3.7 through 3.10 can be used during the routine
design and evaluation of common type bridges by including
the appropriate system factor φs in Equation 3.42. For bridges
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whose configurations are not covered in the tables, the design
and/or evaluation engineer should use the direct analysis pro-
cedure outlined in Section 3.9. 

3.10.6 Illustration of Interpolation Procedure

As an illustration, assume that the system factor for a four-
column substructure with 8-m-high and 1.0 × 1.0-m-wide
columns is required. The columns are supported on pile exten-
sions in normal soils. The longitudinal reinforcement ratio is
chosen at 2.5 percent of the column gross area. 

Table 3.10 shows that for pile extensions on normal soils,
the functionality limit state governs both the 6.5-m and the
9.5-m columns. The system factor for the 6.5-m column is
1.12, and the system factor for the 9.5-m column is 1.09.
Thus, by interpolation the system factor for the 8-m column
should be 1.105. But the tables are given for a longitudinal
reinforcement ratio equal to 1.85 percent. Since the researchers
are using a 2.5 percent ratio (a 0.65 percent increase in the
reinforcement), then the system factor should be decreased.
The decrease in the system factor should be equal to 0.10 for
a 1.2 percent increase in the ratio. Thus, for a 0.65 percent
increase in the ratio, the change in the system factor should
be equal to 0.054. The system factor to be used becomes
1.105 − 0.054 = 1.05. This system factor is less than 1.20 and
greater than 0.80 and hence a final value φs = 1.05 should be
used in Equation 3.42. This system factor implies that one
can reduce the safety factor of the columns of this sub-
structure by 5 percent over current methods and still obtain
a substructure system that would provide adequate levels of
system safety.

TABLE 3.11 System factors for bridge substructures



3.10.7 Failure of Joints and Columns in Shear

The analyses performed in Chapter 2 concentrated on the
nonlinear behavior of two-and four-column bents under lateral
load. The models assume that bents will be able to continue to
carry load after a member reaches its ultimate moment capac-
ity. However because shearing failures and failures of joints
(including bar pullout) are brittle, the substructure will gen-
erally unload when such failures occur. Thus, all systems are
considered to be nonredundant for column shearing failures
and joint failures, and a maximum penalty (low system fac-
tor φs) is recommended. The system factor φs = 0.80 is rec-
ommended for shearing failures and joint failures of all bents
to match the 0.80 factor recommended for single-column
bents in bending.

3.10.8 Geotechnical Failure

Although the model used in Chapter 2 accounted for soil
and foundation flexibility, this study did not consider failure
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of the soils or foundation. Thus, the system factors recom-
mended are only applicable to the structural components of
the substructures (i.e., the piers, walls, and abutments).

3.10.9 Simplified System Factor Table 
for Bridge Specifications

Tables 3.7 through 3.10 present a summary of the system
factors calculated for all the substructures studied in Chap-
ter 2. This set of factors gives an accurate quantification of
substructure redundancy for the typical configurations ana-
lyzed in this project. A simplified set that is applicable for use
in bridge specifications (e.g., the AASHTO LRFD) is given in
Table 3.11. The system factors provided in Table 3.11 are
obtained by averaging the system factors calculated for differ-
ent column heights and widths. The objective is to provide a
simplified method for considering substructure redundancy on
a routine basis during the design and safety evaluation of
bridges. A set of specifications compatible with AASHTO
LRFD Specifications is provided in Appendix A of this report.
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CHAPTER 4

CONCLUSIONS AND RECOMMENDATIONS

This report presented the analytical formulation, modeling
assumptions, reliability analysis, and calibration of system
redundancy factors for implementation in codified design
practice. Extensive parametric studies were performed to
cover the possible variability of structural parameters and
foundation types and soil conditions that may be encountered
in the design and evaluation of bridge substructures.

4.1 CONCLUSIONS 

The objective of this investigation was to develop a ratio-
nal basis for considering substructure redundancy during the
design and evaluation of highway bridge substructures, and to
develop the necessary data for possible implementation into
the AASHTO LRFD Bridge Design Specifications. These
project objectives have been accomplished by (1) developing
the analytical procedure to quantitatively determine the redun-
dancy of bridge substructures and (2) providing a set of sys-
tem redundancy factors applicable for typical substructure
configurations. These system factors were calibrated using
a rational approach that is consistent with the method used
to calibrate the load and resistance factors of the AASHTO
LRFD Specifications so that the reliability formulation is
transparent to the designers. The system factors are also
applicable to any other standards and specifications. In addi-
tion to the system factors provided for typical substructure
configurations, a direct analysis approach was proposed to
evaluate substructure redundancy for unusual structures or
circumstances.

To improve the safety of a nonredundant substructure,
two approaches can be followed: (1) modify the design, for
example, by adding more columns or using a different foun-
dation type to produce a more redundant structural system,
and (2) alternatively, use the same structural configuration
but design the members to higher capacity levels. This sec-
ond approach will not make a nonredundant structure redun-
dant; however, by requiring higher component design capac-
ity, the overall system safety for the nonredundant structure
is enhanced. Therefore, the proposed system redundancy fac-
tors proposed in this study are, in essence, penalty-reward
factors. A system factor less than 1.0 results in higher capac-
ity levels for component designs thus penalizing a nonre-
dundant structural system. On the other hand, a redundant
system will be rewarded by allowing less conservative com-

ponent design that is justified because of the presence of high
levels of system reserve. 

The system factors were developed for two-column and
four-column bents, representing the behavior of typical multi-
column bents. As a first step in the implementation of system
factors in design practice and until more experience is gained
with their use, it is proposed to limit the range of the system
factors (φs) for all parameter variations and foundation/soil
conditions to a minimum value of 0.8 and a maximum value
equal to 1.20. 

Single-column bents are considered to be nonredundant
because their system reserve ratios (Ru = 1.02) are less than the
target system reserve of 1.20 for both confined and unconfined
concrete. Therefore, the lower limit of system factor (φs = 0.8)
is recommended. Most pier walls can be considered to behave
as single-column bents. For the cases where pier walls are
designed in such a way as to provide some level of system
reserve, the direct analysis approach can be used to deter-
mine the system factors. 

Shear failures are brittle. Thus, when a substructure sys-
tem failure is governed by shear, it is considered to be non-
redundant and a φs of 0.8 is recommended.

Similarly, joint failures including bar pullout are consid-
ered brittle and substructure failures initiated by joint failures
have no reserve strength and a φs equal to 0.8 is recom-
mended. The bridge substructures analyzed in this study
were connected to the superstructures through bearing sup-
ports. If integral connections are provided the system redun-
dancy is expected to vastly improve.

This study did not consider the possibility of soil failures,
although the effect of foundation/soil flexibility on the behav-
ior of substructure systems has been included. In fact, the
magnitude of soil/foundation flexibility relative to the struc-
tural flexibility was found to be the most important factor that
affects the redundancy of substructure systems. This rela-
tive flexibility is related to the combined effects of the soil/
foundation behavior, bent height, and column dimension
(width) as described in Chapter 2. System redundancy is also
affected by member ductility, which is controlled by lateral
confinement, longitudinal reinforcement, and the concrete
crushing strain of the concrete columns.

The proposed system redundancy factors were calibrated
using reliability methods to quantify the additional safety mar-
gin provided by the system beyond first component failure.



Based on past experience and engineering judgment, four-
column bents with unconfined concrete, which are typical for
most design environments, represent an adequately redundant
structural system. Therefore, the redundancy level provided
by four-column substructures is used as the target that all
bridge substructures should meet. Accounting for the uncer-
tainties associated with determining substructure member and
system capacities and expected design life loads, a target rel-
ative reliability index (∆β) of 0.5 was established as the crite-
rion for the calibration of system factors subjected to wind
loading. This ∆β = 0.5 value corresponds to a system reserve
ratio (Ru) of 1.20. Although ∆β is set based on lateral load due
to winds, the final recommendation of Ru = 1.20 and the cor-
responding system factors are applicable for all load types.

Unlike the current load factor modifier in Equation
1.3.2.1-1 of the AASHTO LRFD Specifications, the proposed
system factor consists of one term only tabulated for differ-
ent substructure configurations. Differences in member duc-
tility levels are considered by using different tabulated fac-
tors for confined and unconfined column systems. Instead
of explicitly using operational importance factors, different
limit states resulting in different system factors are consid-
ered giving the engineer and the bridge owner the option of
choosing the appropriate limit state depending on the char-
acteristics and the location of the bridge as well as its opera-
tional importance. This approach is consistent with current
trends to develop performance-based design methods in
bridge engineering. 

For substructures not covered by the tabulated system fac-
tors, a step-by-step procedure should be used for the direct
evaluation of substructure redundancy. This involves the use
of a nonlinear analysis program such as the PIERPUSH pro-
gram used in this investigation to conduct nonlinear analysis
under incrementally applied lateral load and to monitor the
development of nonlinear behavior in the structure. Several
limit states are defined and must be checked. These include
global system collapse mechanism, local component rupture,
and large displacement due to both structural drift and foun-
dation deformation. The column P-∆ effect under axial load
must be taken into account during the analysis process, par-
ticularly for confined members. Once the lateral load levels
producing the pertinent limit states are determined, the sys-
tem reserve ratio and the system redundancy factor can be
established. If it is determined that the system is nonredun-
dant, the system factor can be used to determine the level of
strengthening required. In applying the direct analysis pro-
cedure to the evaluation of existing bridges, it is important to
account for the highly possible over-design that exists. Rec-
ognizing that foundation flexibility significantly affects sys-
tem reserve, it is important not to ignore this effect. (In tra-
ditional bridge design, foundations are frequently considered
as fixed.). 

Unlike the superstructure redundancy, most bridge sub-
structures subjected to damage to one column are not redun-
dant. This is because the cap member is typically not designed
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sufficiently strong to transfer the loads from the damaged
column to the surviving columns. For individual cases of
damaged conditions, the direct analysis procedure can be
applied to examine the remaining load-carrying capacity and
the robustness of such systems or their ability to carry some
load until the damage is detected and repairs are performed.
The analysis of damaged scenarios is recommended for
bridges that may be classified as critical and are vulnerable
to collisions from ships, vehicles, debris carried by flooded
streams, and so on. A system redundancy ratio Rd = 0.5 is rec-
ommended for damaged scenarios of critical bridges. This
means that a damaged substructure of a critical bridge should
be able to carry more than 50 percent of the load that would
normally cause the first member of an intact structure to
reach its limiting capacity. 

4.2 FUTURE RESEARCH

A theoretical framework and analytical procedure were
developed to evaluate the redundancy of bridge substructures.
In this investigation, the focus of the substructure failure
analysis was on the behavior of the columns. As described in
Chapter 2, it was assumed that cap beams and, more impor-
tantly, the beam-column joints and column-footing connec-
tions are stronger than the members and are assumed to remain
elastic. Despite the AASHTO LRFD Specifications joint
design requirements, joints may not be designed to resist sig-
nificant lateral loads, particularly for regions outside earth-
quake prone areas. To a lesser extent, the behavior of the cap
beam may not be sufficiently strong even for the intact con-
dition. Joints were found to be vulnerable to cyclic lateral
loads such as those observed during an earthquake. Under
other monotonic, nonseismic lateral loads, the vulnerability of
the joints is less obvious. Because there are many existing
bridges nationwide that don’t have good reinforcement details
in the joint region, the cost to upgrade all these structures can
be extremely high. (In earthquake-prone areas, this is a mini-
mum requirement and is usually the first retrofit recommen-
dation.) Hence, it would be advantageous to evaluate perfor-
mance of typical joint details under nonseismic lateral loads
and assess their impact on bridge substructure redundancy.

The analysis of substructure pier wall is another subject
that requires further examination. Recent research has indi-
cated that the strength and ductility of bearing walls under
combined vertical and lateral loads may not be as brittle as
previously thought. Thus, a more reliable analytical model
based on recent findings should be developed to investigate
both cantilever and squat walls. The model must be accurate
and yet simple enough for practical usage. Guidelines describ-
ing how to classify and evaluate the redundancy of various
types of pier walls should be developed based on the results
of the analytical model.

The analysis of concrete crushing has used two values for
the maximum strain that concrete can withstand: 0.040 for



unconfined concrete and 0.15 for confined concrete. In real-
ity, the maximum concrete strain capacity is a function of
many parameters including concrete strength and confine-
ment ratio. Therefore, the maximum values used in this study
should be re-examined to better account for the actual level
of confinement in future revisions of the recommended sys-
tem factors.

Possible failure of footings, piles, and pile extensions
below the pile caps were not explicitly included in the ana-
lytical models used in this study. Only the overall flexibility
of the foundation was included through the use of appropri-
ate foundation stiffness coefficients. In many cases, the pile
group is composed of vertical piles and battered piles. Under
lateral loads, the battered piles carry a significantly high pro-
portion of the total applied lateral load, and are vulnerable to
structural failure. For steel H-piles, structural damage asso-
ciated with local flange buckling and global member buck-
ling must be carefully considered in the analytical model.
The redundancy of such pile group foundations should be
examined. Any upgrading of these foundations can be very
expensive, as was found out during recent seismic retrofit of
seven major toll bridges in California (Liu and Neuenhoffer,
1998.) It would be worthwhile to further refine the analytical
model to account for such situations.

The models used throughout the course of the study
assumed that the soil/foundation system remain linear
throughout the loading process and no geotechnical or soil
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failures would occur. Although this is generally accepted for
design purposes, the application of high levels of lateral load-
ing at or near the ultimate structural capacity of the structural
system may cause the soil to exhibit nonlinear behavior and
even to fail. These effects must be included in future studies
on substructure redundancy to further refine the proposed
system factors. 

The analyses performed in this study focused on the bridge
substructure ignoring the contributions of the superstructure to
the redundancy of the substructure. This approach was deemed
reasonable for the cases when the superstructure is connected
to the substructure through bearing-type supports. This obser-
vation should be further verified by extensive studies on com-
plete bridge systems. Furthermore, the use of integral-type
connections between the two subsystems, as is common on
the West Coast, may produce a strong interaction between
substructures and superstructures that would require special
consideration. 

Finally, the system factor tables should be expanded to
account for major bridges with steel-braced frame substruc-
tures and the applicability of the direct analysis procedure for
these substructure types must be verified. In the survey of
DOTs, these substructures were not considered important.
However, in major metropolitan areas, there are many river
crossings founded on these types of systems. These struc-
tures are typically very important for operational reasons. A
standard procedure should be developed for these systems.
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PROPOSED SPECIFICATIONS OUTLINE

A.1 Version I 
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Appendix A

PROPOSED SPECIFICATIONS OUTLINE

In developing the Specification outline, it was found difficult to produce the specifications without
causing confusion.  This was pointed out in the panel’s comment as well as our review by Mr.
Robert C. Cassano.  For the purpose of this study, two alternative versions are developed:

Version I: The recommended revisions are limited to Chapter 11 of the AASHTO LRFD
Specifications.  This is consistent with the original scope.  However, there exist
obvious confusions.

Version II: An alternative version is provided.  The recommended modifications are made to
Article 1.3 of the AASHTO Specifications.



The attached document provides recommended modifications to article 11.5.3 in Section 11
“Abutments, Piers and Walls” of the AASHTO LRFD Bridge Design Specifications. The 
modifications provide a method to include system factors that account for substructure ductility
and redundancy during the design and safety evaluation of the structural components of a 
substructure system.

11.5.3 Strength Limit State

11.5.3.1 Geotechnical Design

Design of abutments, piers and walls shall be investigated at the strength limit state using
Equation 1.3.2.1-1 for:

• bearing resistance failure
• lateral sliding
• excessive loss of base contact
• overall instability
• pull out failure of anchors or soil reinforcement

Resistance requirements shall satisfy article 11.5.4.

11.5.3.2 Structural Design

Design of abutments, piers and walls shall be investigated for structural safety at the
strength limit state and extreme event limit state for each component and connection using
Equation 11.5.3-1:

(11.5.3-1)

where:

φs = system factor relating to ductility and redundancy
φ = resistance factor
Rn = nominal resistance
γi = load factor
Qi = force effect

The nominal resistance Rn and the resistance factor φ shall comply with the provisions of
Sections 5, 6, 7 and 8. The system factor φs shall comply with the provisions of Article 11.5.3.2.1.

11.5.3.2.1 System Factor φs

The system factor is a multiplier applied to the nominal resistances of the structural
components of a bridge’s substructure to reflect the level of ductility and redundancy.

For bridges classified to be critical or susceptible to damage:
φs shall be calculated using the direct analysis approach using the 
provisions of Article 11.5.3.2.2 

φ φ γs n i iR Q= ∑
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For bridges classified to be essential: 
φs = min(φsc,φsf) for substructures with confined members
φs = min(φsu,φsf) for substructures with unconfined members

For all other bridges:
φs = φsc for substructures with confined members
φs = φsu for substructures with unconfined members

where:

φsu = system factor for ultimate capacity of substructures with unconfined 
members

φsc = system factor for ultimate capacity of substructures with confined members
φsf = system factor for bridge substructure functionality

A minimum value of φs=0.80 is recommended but in no instance should φs be taken as 
greater than 1.20.

Confined concrete columns shall satisfy the provision of Article 5.10.11.4.1.d. Columns
that do not satisfy Article 5.10.11.4.1.d shall be considered unconfined.

Recommended values for φsu, φsc and φsf for piers, walls and abutments founded on spread
footings, drilled shafts or piles are specified in Table 11.5.3.2.1-1 for soft, normal and stiff soils.
For bridges with nontypical substructure configurations, the direct analysis approach of Article
1.5.3.2.2 shall be used.

Bridges susceptible to damage include those with members that are exposed to collisions
from ships, vehicles and debris carried by swelling streams and rivers. 
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Table 11.5.3.2.1-1 – System factors for bridge substructures
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11.5.3.2.2 Direct Redundancy Analysis

For bridges classified to be critical and for bridges not covered in Table 11.5.3.2.1-1, the
system factor of Article 11.5.3.1 shall be calculated from the results of a nonlinear pushover
analysis using equation 11.5.3.2.2.1.

11.5.3.2.2.1

A minimum value of φs=0.80 is recommended but in no instance should φs be taken as
greater than 1.20. 

Ru is the system reserve ratio for the ultimate limit state, 

Rf is the system reserve ratio for the functionality limit state, 

Rd is the system reserve ratio for the damage condition, 

Where:

LFu = the lateral load factor that causes the failure of the substructure
LFf = the lateral load factor that causes the total lateral deflection of the 

substructure to reach a value equal to average clear column 
height/50 

LFd = the lateral load factor that causes the failure of a damaged 
substructure 

LF1 = the lateral load factor that causes the first member of the intact 
substructure to reach its limit capacity
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COMMENTARY

The attached document provides commentary on the recommended modifications for article
11.5.3 in Section 11 “Abutments, Piers and Walls” of the AASHTO LRFD Bridge Design
Specifications. The commentary provides information on the background and applicability of the
proposed revisions.

C 11.5.3.2 Structural Design

The interaction of structural members of a bridge substructure should be considered in assessing
the behavior of the substructure system. Bridge substructure redundancy is the capability of a
substructure system to carry loads after damage to or the failure of one or more of its members.
For substructures, the most common failures are the result of lateral overloads from earthquakes,
wind, ice, stream flow or accidental collisions of vehicles or vessels. Consequently this provision
focuses on lateral overload from any of the above sources.

System factors are used in this article to maintain an adequate level of substructure system
safety. Less redundant systems are penalized by requiring their structural members to provide
higher safety levels than those of similar substructures with redundant configurations. The aim of
φs is to add member and system capacity to less redundant systems such that the overall system
reliability is increased. When adequate redundancy is present, a system factor, φs, greater than
1.0 may be used.

Two methods are provided to determine appropriate values for φs: 
a) Tables of φs provided for common substructure configurations (Table 

11.5.3.2.1-1).
b) A direct analysis approach is recommended for substructures with nontypical

configurations and members (Article 1.5.3.2.2).

C 11.5.3.2.1 System Factor, φs

The use of more stringent criteria for critical and essential bridges is consistent with current
trends to use performance based design in bridge engineering practice. The classification of a
bridge should be based on social/survival and/or security/defense requirements. The commentary
of Article 3.10.3 provides some guidance on selecting importance categories as they relate to
design for earthquakes. This information can be generalized for other situations.

The system factors provided in Table 11.5.3.2.1-1 are calibrated to satisfy Equation 
C 11.5.3.2.1-1 for a set of typical bridge substructure configurations. This set includes bridges
with concrete columns varying in height between 3.5m to 18m and a vertical rebar reinforcement
ratio of 1.85 to 2.3%. The nonlinear pushover analysis should be used for substructures with
other configurations.

Soft soils are defined as soils that produce a blow count N=5. Normal soils are those with N=15.
Stiff soils are those with N=30 or higher. SPT= Standard Penetration Test blow count (number of
blows per one foot=0.035 m penetration into the soil). Use the nearest tabulated SPT for values
of N not provided.

Members in shear as well as all joints and connections are assigned a system factor φs=0.80.
This assumes that the resistance factor φ was calibrated to satisfy a target member reliability
index βmember=3.5. Since shear failures and connection failures are brittle causing the failure of the
complete system, the application of a system factor φs=0.80 will increase the reliability index of
the member and also that of the system so that βmember=βsystem ≈ 4.5. 
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C 11.5.3.2.2 Direct Redundancy Analysis

The nonlinear pushover analysis of critical bridges shall be performed as described in NCHRP
report 12/47 and NCHRP report 406 accounting for the nonlinear behavior of the structural
elements of the substructure and considering soil/foundation flexibility. The analysis requires the
availability of a nonlinear analysis program that provides a lateral load versus lateral deflection
curve and that adequately models the nonlinear behavior of the substructure components up to
crushing of concrete, rupture of steel, or the formation of a collapse mechanism. The program
should also be able to model the stiffness and the soil/foundation system by either the use of
equivalent springs or actual modeling of the nonlinear foundation. Programs such as FLPIER or
PIERPUSH can be used for such purpose.

The ratio of the lateral force causing the failure of the bent system to the force causing the failure
of one structural member is defined as the system reserve ratio for the ultimate capacity Ru. 

The ratio of the lateral force causing a lateral deflection equal to clear column height/50 to the
force causing the failure of one member is defined as the system reserve ratio for the functionality
limit Rf. 

The ratio of the lateral force causing the failure of a damaged bridge substructure to the force
causing the failure of one member of the undamaged bridge is defined as the system reserve
ratio for the damaged condition Rd. 

Possible damage scenarios include the loss of a single column or a connection and should be
considered in consultation with the bridge owner.

The nonlinear pushover analysis is effected by applying the factored loads (lateral and vertical
live and dead loads) on a structural model of the substructure and incrementing the lateral loads
until the failure of the first member. The factor by which the original lateral load is multiplied to
cause the failure of the first member is defined as LF1. The nonlinear analysis is then continued
beyond the failure of the first member until the lateral displacement at the top of the bent reaches
a value equal to average clear column height/50. This displacement limit is defined as the
functionality limit state. The factor by which the original load is multiplied to reach this functionality
limit is defined as LFf. The analysis is further continued beyond this point until one member
reaches its maximum strain and concrete crushing ensues, a steel bar ruptures, or until a hinge
collapse mechanism occurs. Unconfined concrete members crush at a strain of 0.003. Confined
members crush at a strain of 0.015. Steel bars in tension rupture at a percent elongation ductility
of about 20%. These cases define the ultimate capacity limit state. The load factor by which the
original lateral load is multiplied to reach the ultimate capacity is defined as LFu. 

When a bridge is classified as critical or susceptible to brittle damage, the same process outlined
above is repeated for a model of the damaged bridge. The damage scenario must be realistic
and must be chosen in consultation with the bridge owner. Damage scenarios may include the
complete loss of a column that may be subjected to risk of brittle failure from collisions by ships,
vehicles, or flooding debris, etc. The analysis of the damaged bridge is effected in the same
manner outlined above for the intact structure. But only the ultimate capacity limit state of the
damaged bridge needs to be checked. The load factor by which the original lateral load is
multiplied to reach the ultimate capacity of the damaged structure is defined as LFd.

Bridge substructures that produce redundancy ratios Ru=1.2, Rf=1.2 and Rd=0.5 or higher are
classified as adequately redundant. Those that do not satisfy these criteria will have system
factors φs less than 1.0 and require higher component safety levels. If bridge redundancy is
sufficiently high a system factor greater than 1.0 may be used. 
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Satisfying the criteria for Ru, Rf and Rd is recommended for bridges classified to be critical.
Satisfying the criteria for only Ru and Rf is recommended for essential bridges. Satisfying the
criteria for only Ru is sufficient for all other bridges. 

The check of Ru verifies that a bridge’s ultimate system capacity is at least 20% higher than the
load level that will cause the failure of one member.

The check of Rf verifies that a bridge’s lateral deflection during the application of high loads is still
acceptable allowing the bridge to remain functional for emergency situations.

The check of Rd verifies that a damaged bridge is still capable of carrying 50% of the load that a
nondamaged bridge can carry before one member fails.
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The attached document provides recommended modifications to Article 1.3 in Section 1
“Introduction” of the AASHTO LRFD Bridge Design Specifications. The modifications provide a
method to include system factors that account for system ductility and redundancy during the
design and safety evaluation of highway bridges.

1.3 DESIGN PHILOSOPHY

1.3.1 General

Bridges shall be designed for specified limit states to achieve the objectives of
constructibility, safety and serviceability, with due regard to issues of inspectability, economy and
aesthetics, as specified in Article 2.5.

Regardless of the type of analysis used, Equation 1.3.2.1-1 shall be satisfied for all
specified force effects and combinations thereof.

1.3.2 Limit States

1.3.2.1 General

Each component and connection shall satisfy Equation 1.3.2.1-1 for each limit state,
unless otherwise specified. For service and extreme event limit states, resistance factors shall
be taken as 1.0. All limit states shall be considered of equal importance.

(1.3.2.1-1)

where:

φs = system factor relating to ductility and redundancy as specified in Article 1.3.4 for 
the design of structural components for strength and extreme event limit states. 

For all other limit states, the system factors shall be taken as 1.0.

φ = resistance factor: a statistically based multiplier applied to nominal resistance, as 
specified in Sections, 5, 6, 7, 8, 10, 11 and 12

Rn = nominal resistance
Rr = factored resistance: φRn

φi = load factor: a statistically based multiplier applied to force effects as specified in 
Article 3.4

Qi = force effect as specified in Section 3

1.3.2.2 Service Limit State

The service limit state shall be taken as restrictions on stress, deformation and crack 
width under regular service conditions.

For service limit states, system factors and resistance factors shall be taken as 1.0.

φ φ φ γs n s r i iR R Q= ≥ ∑
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1.3.2.3 Fatigue and Fracture Limit State

The fatigue limit state shall be taken as a set of restrictions on stress range due to a single
fatigue truck occurring at the number of expected stress range cycles. The fracture limit state shall
be taken as a set of material toughness requirements of the AASHTO Material Specifications.

For fatigue and fracture limit states, system factors shall be taken as 1.0.

1.3.2.4 Strength Limit State

Strength limit state shall be taken to ensure that strength and stability, both local and
global, are provided to resist the specified statistically significant load combinations that a bridge
is expected to experience in its design life.

For the design of structural components at the strength limit state, system factors shall be
taken as specified in Article 1.3.4.

1.3.2.5 Extreme Event Limit States

The extreme event limit state shall be taken to ensure the structural survival of a bridge
during a major earthquake or flood, or when collided by a vessel, vehicle or ice flow possibly
under scoured conditions.

For the design of structural components at the extreme event limit states, system factors
shall be taken as specified in Article 1.3.4.

1.3.3 Importance Categories

The owner or those having jurisdiction shall classify bridges into one of three importance
categories as follows:

• Critical bridges,
• Essential bridges, or
• Other bridges

The basis of classification shall include social/survival and security/defense requirements.
In classifying a bridge, consideration should be given to possible future changes in conditions
and requirements and the consequences of bridge collapse. 

1.3.4 System Factor, φs

The structural system of a bridge shall be configured, proportioned and detailed to: (a)
ensure the development of significant and visible inelastic deformations at the strength and
extreme event limit states prior to failure; and (b) the redistribution of load in the event of the
brittle failure of a member. This implies the presence of sufficient member ductility and system
redundancy through multiple-load-paths. 

The system factor, φs, is a multiplier applied to the nominal resistances of the structural
components of a bridge system or subsystem to reflect the level of ductility and redundancy. 

For bridge superstructures, φs, shall be taken as specified in Article 1.3.4.1.

For bridge substructures, φs, shall be taken as specified in Article 1.3.4.2.

1.3.4.1 System Factors for Bridge Superstructures

Design of components, connections and joints of bridge superstructures shall be
investigated at the strength and extreme event limit states using Equation 1.3.2.1-1. 
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The nominal resistance Rn and the resistance factor φ shall comply with the provisions of
Sections 5, 6, 7 and 8. The loads and load combinations shall comply with the provisions of
Section 3. 

For the superstructures of bridges classified to be critical or that are susceptible to brittle
damage:

φs shall be calculated using the direct analysis approach following the 
provisions of Article 1.3.4.1.1 for trusses and arch bridges

φs =min (φsu ,φsd1) for multigirder systems with diaphragms spaced 
at not more than 7600 mm

φs =min (φsu ,φsd2) for all other multigirder systems

For the superstructures of all other bridges:

φs = φsu

where:

φsu = system factor for superstructure ultimate capacity
φsd1 = system factor for damage of superstructures with regularly spaced diaphragms
φsd2 = system factor for damage of superstructures with no diaphragms

A minimum value of φs=0.80 is recommended but in no instance should φs be taken as
greater than 1.20.

Recommended values for φsu, φsd1 and φsd2 for typical superstructures are specified in 
Table 1.3.4.1-1 for different number of beams and beam spacing. For bridges with nontypical
configurations, the direct analysis approach of Article 1.3.4.1.1 shall be used.

Bridges susceptible to brittle damage include bridges with fatigue-prone details, and those
with members that are exposed to collisions from ships, vehicles, and debris carried by swelling
streams and rivers.
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1.3.4.1.1 Direct Redundancy Analysis for Bridge Superstructures

For bridges classified to be critical, and for bridges not covered in Table 1.3.4.1-1, the
system factor of Equation 1.3.2.1-1 for the structural components of a superstructure shall be
calculated from the results of an incremental analysis using Equation 1.3.4.1.1-1:

1.3.4.1.1-1

A minimum value of φs=0.80 is recommended but in no instance should φs be taken as
greater than 1.20. 

Where:

Ru = system reserve ratio for the ultimate limit state, 

Rf = system reserve ratio for the functionality limit state, 

Rd = system reserve ratio for the damage condition, 

LFu, LFf, LFd and LF1 are obtained from the incremental analysis 

where:

LFu = the vertical load factor that causes the failure of the superstructure
LFf = the vertical load factor that causes the maximum vertical deflection of the

superstructure to reach a value equal to span length/100. 
LFd = the vertical load factor that causes the failure of a damaged superstructure 
LF1 = the vertical load factor that causes the first member of the intact superstructure to

reach its limit capacity

1.3.4.2 Bridge Substructures

Geotechnical Design

Design of abutments, piers and walls shall be investigated at the strength and extreme
event limit states using Equation 1.3.2.1-1 for:

• bearing resistance failure
• lateral sliding
• excessive loss of base contact
• overall instability
• pull out failure of anchors or soil reinforcement

The nominal resistance Rn and the resistance factor φ shall comply with the provisions of
Sections 5, 6, 7, 8, 10 and 11. The system factor φs shall be taken as 1.0.

Structural Components

Design of abutments, piers and walls shall be investigated for structural safety at the strength
and extreme event limit states for each structural component and joint using Equation 1.3.2.1-1.

The nominal resistance Rn and the resistance factor φ shall comply with the provisions of
Sections 5, 6, 7 and 8. The loads and load combinations shall comply with the provisions of
Section 3. 
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For the substructures of bridges classified to be critical or susceptible to brittle damage:
φs shall be calculated using the direct analysis approach following the
provisions of Article 1.3.4.2.1 

For the substructures of bridges classified to be essential: 
φs = min(φsc,φsf) for substructures with confined members
φs = min(φsu,φsf) for substructures with unconfined members

For the substructures of all other bridges:
φs = φsc for substructures with confined members
φs = φsu for substructures with unconfined members

where:

φsu = system factor for ultimate capacity of substructures with unconfined 
concrete members

φsc = system factor for ultimate capacity of substructures with confined concrete members
φsf = system factor for bridge substructure functionality

A minimum value of φs=0.80 is recommended but in no instance should φs be taken as
greater than 1.20.

Confined concrete columns shall satisfy the provisions of Article 5.10.11.4.1d. Columns
that do not satisfy Article 5.10.11.4.1d shall be considered unconfined.

Recommended values for φsu,φsc and φsf for typical substructures with columns, piers, 
walls and abutments founded on spread footings, drilled shafts or piles are specified in Table
1.4.1.2-1 for soft, normal and stiff soils. For bridges with nontypical configurations, the direct
analysis approach of Article 1.3.4.2.1 shall be used.

Bridges susceptible to brittle damage include substructures with members that are
exposed to collisions from ships, vehicles, and debris carried by swelling streams and rivers.

Table 1.3.4.2-1—System factors for bridge substructures
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1.3.4.2.1 Direct Redundancy Analysis for Substructures

For bridges classified to be critical, and for bridges not covered in Table 1.3.3.2-1, the
system factor of Equation 1.3.2.1-1 for the structural components of a substructure system shall
be calculated from the results of a nonlinear pushover analysis using Equation 1.3.3.2.1-1:

1.3.4.2.1-1

A minimum value of φs=0.80 is recommended but in no instance should φs be taken as
greater than 1.20. 

Where:

Ru = system reserve ratio for the ultimate limit state, 

Rf = system reserve ratio for the functionality limit state, 

Rd = system reserve ratio for the damage condition, 

LFu, LFf, LFd and LF1 are obtained from the nonlinear pushover analysis 

where:

LFu = the lateral load factor that causes the failure of the substructure
LFf = the lateral load factor that causes the total lateral deflection of the substructure to 

reach a value equal to average clear column height/50 
LFd = the lateral load factor that causes the failure of a damaged substructure 
LF1 = the lateral load factor that causes the first member of the intact substructure to reach 

its limit capacity
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COMMENTARY

The attached document provides a commentary on the recommended modifications to article
1.3 in Section 1 “Introduction” of the AASHTO LRFD Bridge Design Specifications. The
modifications provide a method to include system factors that account for system ductility and
redundancy during the design and safety evaluation of highway bridges.

C 1.3 DESIGN PHILOSOPHY

C1.3.1 General

The resistance of components and connections is determined, in many cases, on the 
basis of inelastic behavior, although the force effects are determined by using elastic analysis.
This inconsistency is common to most current bridge specifications due to incomplete knowledge
of inelastic structural action. The use of system factors in the design equation is meant to
account for the inelastic behavior and the presence of system reserve. 

C.1.3.2 Limit States

C 1.3.2.1 General

Equation 1 is the basis of LRFD methodology. Assigning resistance factor φ = 1.0 to all
nonstrength limit states is a temporary measure: development work is in progress.

Structural members of a bridge do not behave independently, but interact with other
members to form one structural system. Ductility, redundancy, and operational importance are
significant aspects affecting the margin of safety of bridge structural systems and the presence of
system reserve strength. While the first two directly relate to the physical strength, the last
concerns the consequences of the bridge being out of service. 

The system factor, φs of Equation 1, provides a measure of the system reserve strength 
as it relates to ductility, redundancy, and operational importance, and their interaction and
system synergy. These system factors are calibrated based on reliability techniques to provide
bridges with adequate levels of overall safety and system reliability. Non-redundant bridges are
penalized by requiring their members to provide higher safety levels than those of similar bridges
with redundant configurations. The aim of φs is to add reserve capacity for non-redundant
systems as the overall system reliability is increased. If adequate redundancy levels are present,
a system factor φs=1.0 is used. In the instances where the level of redundancy is high, a value of
φs greater than 1.0 may be used. Upper and lower limits of 1.20 and 0.80 are proposed for φs

until more experience is gained in the application of these factors in actual design situations.

Earlier editions of this document accounted for the system effects by applying load
multipliers on the right-hand side of the equation. Starting with this edition, the system factor is
applied on the left-hand side of the equation because redundancy relates to the capacity of the
system and thus should be applied on the resistance side of the equation as is traditionally done
in LRFD methods. 

Unlike the load modifiers of previous editions, the system factor consists of one term 
only, tabulated (or calculated) for different superstructure and substructure configurations.
Differences in member ductility and redundancy levels are considered by using different tables for
different substructure and superstructure configurations and using different factors when
providing members with additional ductility (e.g. when using confined versus unconfined concrete
columns) or when the system is capable of better redistributing the load (e.g., when diaphragms
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are provided). Instead of using a multiplier to account for operational importance, different
system limit states are provided leaving the engineer in consultation with the Owner the option of
choosing the appropriate limit states depending on the bridge’s operational importance. This
approach is consistent with current trends to develop performance-based design methods in
bridge engineering.

C1.3.2.2 Service Limit State

The service limit state provides certain experience-related provisions that cannot 
always be derived solely from strength or statistical considerations.

C1.3.2.3 Fatigue and Fracture Limit State

The fatigue limit state is intended to limit crack growth under repetitive loads to prevent
fracture during the design life of the bridge.

C 1.3.2.4 Strength Limit State

Extensive distress and structural damage may occur under strength limit state, but overall
structural integrity is expected to be maintained.

C1.3.2.5 Extreme Event Limit State

The extreme event limit states are considered to be unique occurrences whose return
period may be significantly greater than the design life of the bridge.

C 1.3.3 Importance Categories

Such classification should be based on social/survival and/or security/defense
requirements. The commentary to Article 3.10.1 provides some guidance on selecting importance
categories as they relate to design for earthquakes. This information can be generalized for other
situations.

Also, the Owner should identify bridges that are susceptible to brittle damage. These
include bridges with fatigue-prone details or bridges that may be subject to collision with ships,
trucks, or debris and ice carried by overflowing streams.

C1.3.4 System Factor, φs

Separate tables of system factors and direct analysis methods are provided for bridge
substructures and superstructures systems assuming nonmonolithic constructions. For
monolithic constructions, the direct analysis approach should be used for vertical loads using
1.3.4.1 and for lateral loads using 1.3.4.2.

Ductility

The response of structural components or connections beyond the elastic limit can be
characterized by either brittle or ductile behavior. Brittle behavior is undesirable because it implies
the sudden loss of load carrying capacity immediately when the elastic limit is exceeded. Ductile
behavior is characterized by significant inelastic deformations before any loss of load carrying
capacity occurs. Ductile behavior provides warning of structural failure by large inelastic
deformations. Under repeated seismic loading, large reversed cycles of inelastic deformation
dissipate energy and have a beneficial effect on structural survival.
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If by means of confinement or other measures, a structural component or connection 
made of brittle materials can sustain inelastic deformations without significant loss of load
carrying capacity, this component can be considered ductile. Such ductile performance shall be
verified by testing. 

In order to achieve adequate inelastic behavior the system should have a sufficient
number of ductile members and either:

• joints and connections that are also ductile and can provide energy dissipation 
without loss of capacity, or,

• joints and connections that have sufficient excess strength so as to ensure that the
inelastic response occurs at the locations designed to provide ductile, energy 
absorbing response.

Statically ductile but dynamically non-ductile response characteristics should be avoided.
Examples of this behavior are shear and bond failures in concrete members and loss of
composite action in flexural components.

Past experience indicates that typical components designed in accordance with these
provisions generally exhibit adequate ductility. Connection and joints require special attention to
detailing and the provision of load paths.

The Owner may specify a minimum ductility factor as an assurance that ductile failure
modes will be obtained. The factor may be defined as:

(C 1.3.4 .1)

where:

∆u = deformation at ultimate
∆y = deformation at the elastic limit

The ductility capacity of structural components or connections may either be established
by full or large scale testing, or with analytical models that are based on documented material
behavior. The ductility capacity for a structural system may be determined by integrating local
deformations over the entire structural system.

The special requirements for energy dissipating devices are imposed because of the
rigorous demands placed on these components.

Redundancy

Bridge redundancy is the capability of a bridge structural system to carry loads after
damage or the failure of one or more of its members. Internal redundancy and structural
redundancy that exists as a result of continuity are neglected when classifying a system as non-
redundant. System redundancy is related to a system’s configuration as well as the ductility of its
members.

C1.3.4.1 Bridge Superstructures

The interaction of structural members of a bridge superstructure should be considered in
assessing the behavior of the system. Bridge superstructure redundancy is the capability of a
superstructure system to carry loads after damage to or the failure of one or more of its members.
This provision focuses on vertical overloads because they cause most superstructure failures.

µ = ∆
∆
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System factors are used in this article to maintain an adequate level of superstructure
system safety. Less redundant systems are penalized by requiring their structural members to
provide higher safety levels than those of similar superstructures with redundant configurations.
The aim of φs is to add member and system capacity to less redundant systems such that the
overall system reliability is increased. When adequate redundancy is present, a system factor, φs,
greater than 1.0 may be used.

Two methods are provided to determine appropriate values for φs: 

a) Tables of φs are provided for common superstructure configurations. (Table
1.3.4.1-1)

b) A direct analysis approach is recommended for superstructures with 
nontypical configurations and members. (Article 1.3.4.2.1).

The use of more stringent criteria for critical bridges is consistent with current trends to 
use performance-based design in bridge engineering practice. In addition to Article 1.3.3, the
commentary of Article 3.10.3 provides some guidance on selecting importance categories as they
relate to design for earthquakes. This information can be generalized for other situations.

The system factors provided in Table 1.3.4.1-1 are calibrated in NCHRP 406 to satisfy
Equation 1.3.4.1.1-1 for a set of typical multi-girder bridge superstructure configurations. This set
includes prestressed concrete and multi-girder composite steel simple span and continuous
bridges with span lengths varying between 9m and 45m. 

For the purpose of determining system factors, each web of a box girder may be
considered as an I-girder.

Subsystems that are redundant should not be penalized if the overall system is non-
redundant. Thus, closely spaced parallel stringers would be redundant even in a two-girder-floor-
beam main system.

The values provided in Table 1.3.4.1-1 for truss and arch bridges are adopted from
NCHRP project 12/46 for welded members. During the evaluation of truss and arch bridges with
riveted members or eyebars, Table C.1.3.4.1-1 also adapted from NCHRP 12/46 should be used.

Table C.1.3.4.1-1 System Factors for Trusses and Arch Bridges

Members in shear as well as all joints and connections are assigned a system factor
φs=0.80. This assumes that the resistance factor φ was calibrated to satisfy a target member
reliability index βmember=3.5. Since shear failures and connection failures are brittle causing the
failure of the complete system, the application of a system factor φs=0.80 will increase the
reliability index of the member and also that of the system so that βmember=βsystem ≈ 4.5. 

The incremental analysis described in Section 1.3.4.1.1 “Direct Analysis of Bridge
Superstructures” should be used for superstructures with configurations not covered in Table
1.3.4.1-1 or to obtain more precise values of φs for all configurations.
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C 1.3.4.1.1 Direct Redundancy Analysis for Superstructures

A nonlinear incremental analysis of critical bridges and bridges susceptible to brittle
damage shall be performed as described in NCHRP report 406 accounting for the nonlinear
behavior of the structural components. The analysis requires the availability of a nonlinear
incremental analysis program that provides a vertical load versus vertical deflection curve and
that adequately models the nonlinear behavior of the components up to crushing of concrete,
rupture of steel, or the formation of a collapse mechanism. Programs such as NONBAN or
commercially available finite element packages can be used for such purpose.

The ratio of the vertical force causing the failure of the superstructure system to the force
causing the failure of one structural member is defined as the system reserve ratio for the
ultimate capacity Ru. 

The ratio of the vertical force causing a vertical deflection equal to span length/100 to the
force causing the failure of one member is defined as the system reserve ratio for the functionality
limit Rf. 

The ratio of the vertical force causing the failure of a damaged bridge superstructure to 
the force causing the failure of one member of the undamaged bridge is defined as the system
reserve ratio for the damaged condition Rd. 

Possible damage scenarios include the loss of a single beam or a portion of beam or a
connection and should be considered in consultation with the bridge Owner.

The nonlinear incremental load analysis is effected by applying the factored loads 
(vertical live and dead loads) on a structural model of the superstructure and incrementing the live
loads until the failure of the first member. The factor by which the original vertical live load is
multiplied to cause the failure of the first member is defined as LF1. The nonlinear analysis is then
continued beyond the failure of the first member until the maximum vertical displacement reaches
a value equal to span length/100. This displacement limit is defined as the functionality limit state.
The factor by which the original load is multiplied to reach this functionality limit is defined as LFf.
The analysis is further continued beyond this point until one member reaches its maximum strain
and concrete crushing or steel rupture ensue or until a hinge collapse mechanism occurs.
Concrete members crush at a strain of 0.003. Steel I-girder members in bending rupture at hinge
rotation equal to 65 mrad. Structural steel ruptures when the ductility in percent elongation is
around 20%. Compression members fail when their critical buckling loads are reached. These
cases define the ultimate capacity limit state. The load factor by which the original vertical live
load is multiplied to reach the ultimate capacity is defined as LFu. 

The same process is repeated for a model of a damaged bridge whenever consideration 
of the survival of a damaged bridge is required by the Owner (e.g., when the bridge is classified as
critical or when a damage situation is considered likely). The damage scenario must be realistic
and must be chosen in consultation with the bridge Owner. Damage scenarios may include the
loss of a member that may be subjected to risk of fatigue fracture or brittle failure from collisions by
ships, vehicles, or flooding debris, etc. The analysis of the damaged bridge is effected in the same
manner outlined above for the intact structure. But only the ultimate capacity limit state of the
damaged bridge needs to be checked. The load factor by which the original vertical live load is
multiplied to reach the ultimate capacity of the damaged structure is defined as LFd.

Bridge superstructures that produce redundancy ratios Ru=1.3, Rf=1.1, and Rd=0.5 or
higher are classified as adequately redundant. Those that do not satisfy these criteria will have
system factors φs less than 1.0 and require higher component safety levels. If bridge
superstructure redundancy is sufficiently high, a system factor greater than 1.0 may be used. 
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Satisfying the criteria for Ru, Rf, and Rd is recommended for bridges classified to be critical
or those that are susceptible to brittle damage. Satisfying the criteria for only Ru and Rf is
recommended for essential bridges. Satisfying the criteria for only Ru is sufficient for all other
bridges. 

The check of Ru verifies that a bridge’s ultimate system capacity is at least 30% higher
than the load level that will cause the failure of one member.

The check of Rf verifies that a bridge’s vertical deflection during the application of high
loads is still acceptable allowing the bridge to remain functional for emergency situations.

The check of Rd verifies that a damaged bridge is still capable of carrying 50% of the load
that a nondamaged bridge can carry before one member fails.

Table 1.3.4.1-1 does not provide values for the functionality limit state because for the
typical cases tabulated, the results from the functionality limit state are similar to those for the
ultimate capacity. This observation is not necessarily true for other bridge configurations and
especially for truss and arch bridges. Hence, a check on the functionality limit state must be
undertaken for all essential and critical bridges.

C 1.3.4.2 Bridge Substructures

The interaction of structural members of a bridge substructure should be considered in
assessing the behavior of the substructure system. Bridge substructure redundancy is the
capability of a substructure system to carry loads after damage or to the failure of one or more of
its members. For substructures, the most common failures are the result of lateral overloads from
earthquakes, wind, ice, stream flow or accidental collisions of vehicles or vessels.
Consequently, this article focuses on lateral overload from any of the above sources.

System factors are used in this article to maintain an adequate level of substructure
system safety. Less redundant systems are penalized by requiring their structural members to
provide higher safety levels than those of similar substructures with redundant configurations.
The aim of φs is to add member and system capacity to less redundant systems such that the
overall system reliability is increased. When adequate redundancy is present, a system factor, φs,
greater than 1.0 may be used.

Two methods are provided to determine appropriate values for φs: 

a) Tables of φs are provided for common substructure configurations. (Table 
1.3.4.2-1)

b) A direct analysis approach is recommended for substructures with nontypical
configurations and members. (Article 1.3.4.2.1).

The use of more stringent criteria for critical and essential bridges is consistent with 
current trends to use performance-based design in bridge engineering practice. In addition to
Article 1.3.3, the commentary of Article 3.10.3 provides some guidance on selecting importance
categories as they relate to design for earthquakes. This information can be generalized for other
situations.

The system factors provided in Table 1.3.4.2-1 are calibrated in NCHRP Report 12-47 to
satisfy Equation1.3.4.2.1-1 for a set of typical bridge substructure configurations. This set
includes bridges with concrete columns varying in height between 3.5m to 18m and a vertical
rebar reinforcement ratio of 1.85 to 2.3%. The nonlinear pushover analysis described in Section
1.3.4.2.1 “Direct Analysis of Bridge Substructures” should be used for substructures with other
configurations.
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Soft soils are defined as soils that produce an SPT blow count N=5. Normal soils are 
those with N=15. Stiff soils are those with N=30 or higher. SPT blow count = Standard
Penetration Test blow count (number of blows per 1 foot=0.035m penetration into the soil). Use
the nearest tabulated SPT for values of N not provided in Table 1.3.4.2.1-1.

Members in shear as well as all joints and connections are assigned a system factor
φs=0.80. This assumes that the resistance factor φ was calibrated to satisfy a target member
reliability index βmember=3.5. Since shear failures and connection failures are brittle causing the
failure of the complete system, the application of a system factor φs=0.80 will increase the
reliability index of the member and also that of the system so that βmember=βsystem ≈ 4.5. 

C 1.3.4.2.1 Direct Redundancy Analysis for Substructures

The nonlinear pushover analysis of critical bridges shall be performed as described in
NCHRP report 12/47 accounting for the nonlinear behavior of the structural elements of the
substructure and considering soil/foundation flexibility. The analysis requires the availability of a
nonlinear analysis program that provides a lateral load versus lateral deflection curve and that
adequately models the nonlinear behavior of the substructure components up to crushing of
concrete, rupture of steel, or the formation of a collapse mechanism. The program should also be
able to model the stiffness and the soil/foundation system by either the use of equivalent springs
or actual modeling of the nonlinear foundation. Programs such as FLPIER or PIERPUSH can be
used for such purpose.

The ratio of the lateral force causing the failure of the bent system to the force causing 
the failure of one structural member is defined as the system reserve ratio for the ultimate
capacity Ru. 

The ratio of the lateral force causing a lateral deflection equal to clear column height/50 
to the force causing the failure of one member is defined as the system reserve ratio for the
functionality limit Rf. 

The ratio of the lateral force causing the failure of a damaged bridge substructure to the
force causing the failure of one member of the undamaged bridge is defined as the system
reserve ratio for the damaged condition Rd. 

Possible damage scenarios include the loss of a single column or a connection and 
should be considered in consultation with the bridge Owner.

The nonlinear pushover analysis is effected by applying the factored loads (lateral and
vertical live and dead loads) on a structural model of the substructure and incrementing the lateral
loads until the failure of the first member. The factor by which the original lateral load is multiplied
to cause the failure of the first member is defined as LF1. The nonlinear analysis is then continued
beyond the failure of the first member until the lateral displacement at the top of the bent reaches
a value equal to average clear column height/50. This displacement limit is defined as the
functionality limit state. The factor by which the original load is multiplied to reach this functionality
limit is defined as LFf. The analysis is further continued beyond this point until one member
reaches its maximum strain and concrete crushing ensues or until a hinge collapse mechanism
occurs. Unconfined concrete members crush at a strain of 0.003. Confined members crush at a
strain of 0.015. These cases define the ultimate capacity limit state. The load factor by which the
original lateral load is multiplied to reach the ultimate capacity is defined as LFu. 

The same process is repeated for a model of a damaged bridge whenever consideration 
of the survival of a damaged bridge is required by the Owner (e.g., when the bridge is classified
as critical or when a damage situation is considered likely). The damage scenario must be
realistic and must be chosen in consultation with the bridge Owner. Damage scenarios may
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include the complete loss of a column that may be subjected to risk of brittle failure from
collisions by ships, vehicles, or flooding debris, etc. The analysis of the damaged bridge is
effected in the same manner outlined above for the intact structure. But only the ultimate
capacity limit state of the damaged bridge needs to be checked. The load factor by which the
original lateral load is multiplied to reach the ultimate capacity of the damaged structure is
defined as LFd.

Bridge substructures that produce redundancy ratios Ru=1.2, Rf=1.2, and Rd=0.5 or higher
are classified as adequately redundant. Those that do not satisfy these criteria will have system
factors φs less than 1.0 and require higher component safety levels. If bridge redundancy is
sufficiently high, a system factor greater than 1.0 may be used. 

Satisfying the criteria for Ru, Rf, and Rd is recommended for bridges classified to be 
critical. Satisfying the criteria for only Ru and Rf is recommended for essential bridges. Satisfying
the criteria for only Ru is sufficient for all other bridges. 

The check of Ru verifies that a bridge’s ultimate system capacity is at least 20% higher
than the load level that will cause the failure of one member.

The check of Rf verifies that a bridge’s lateral deflection during the application of high 
loads is still acceptable allowing the bridge to remain functional for emergency situations.

The check of Rd verifies that a damaged bridge is still capable of carrying 50% of the load
that a nondamaged bridge can carry before one member fails.
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