Installation of the Truck Speed Profile Model (TSPM) Spreadsheet


The following procedure should be used to install the Truck Speed Profile Model (TSPM) Spreadsheet on your computer:

1. Copy the entire folder on the installation CD entitled TruckSpeedProfileModel to your microcomputer station's C: hard drive or network’s drive location of choice.

2. Clear the Read Only file property of every file copied from the CD.  This is done by right-clicking on selected files (while in Windows Explorer or some other file browser), choosing Properties from the pop-up menu, and clicking the attribute check box labeled Read Only on the General tab to remove the existing checkmark from this box.

3. To run the Truck Speed Profile Model (TSPM) Spreadsheet, open the Excel spreadsheet named TruckSpeedProfileModel.xls by using the Open option in the File menu of Microsoft Excel. The Truck Speed Profile Model (TSPM) Spreadsheet can also be started from the Windows Explorer by browsing to find TruckSpeedProfileModel.xls file location and double-clicking its icon.  The spreadsheet was developed for use with Microsoft Excel 97, but should work with later versions of Microsoft Excel as well.

After opening the file, select the Enable Macros option from the dialog box that appears on the screen.  (In later versions of Microsoft Excel, the Enable Macros option may need to be selected from a menu.)  To run the model, enter appropriate input data on the sheet named Input and then click the button labeled Calculate Speed Profile.  A detailed table of speed profile information will appear on the sheet named Results.  A graph of the speed profile will appear on the sheet named Chart1.  An explanation of the input data and the operation of the model is found in Appendix E of NCHRP Report 486 which is also included on the CD with the model.

